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1
CYCLIC SULFATE COMPOUND,
NON-AQUEOUS ELECTROLYTE SOLUTION
CONTAINING SAME, AND LITHIUM
SECONDARY BATTERY

TECHNICAL FIELD

The present invention relates to a non-aqueous electrolyte
solution having an excellent performance of maintaining the
open circuit voltage during the storage of a battery in a
charged state, a lithium secondary battery using the electro-
lyte solution, an additive for lithium secondary batteries
which is useful as an additive for electrolyte solutions, and a
cyclic sulfate compound suitable for the additive.

BACKGROUND ART

Inrecentyears, lithium secondary batteries are widely used
as power sources for electronic devices such as mobile tele-
phones and notebook computers, or for electric cars or elec-
tric power storage. Particularly recently, there is a rapidly
increasing demand for a high capacity and high power battery
with a high energy density, which can be mounted in hybrid
cars or electric cars.

Lithium secondary batteries are primarily composed of a
positive electrode and a negative electrode, which contain
materials capable of absorption and desorption of lithium,
and a non-aqueous electrolyte solution containing a lithium
salt and a non-aqueous solvent.

Examples of positive electrode active materials used in a
positive electrode include lithium metal oxides such as
LiCo0,, LiMnO,, LiNiO,, and LiFePO,.

Furthermore, as the non-aqueous electrolyte solution,
solutions prepared by mixing a mixed solvent (non-aqueous
solvent) of carbonates such as ethylene carbonate, propylene
carbonate, ethylene carbonate or methyl carbonate, with a Li
electrolyte such as LiPFg, LiBF,, LiN(SO,CF;), or LiN
(SO,CF,CF;),, are used.

On the other hand, as the active material for a negative
electrode that is used in negative electrodes, metal lithium,
metal compounds (elemental metals, oxides, alloys with
lithium, and the like) capable of absorption and desorption of
lithium, and carbon materials are known. Particularly, lithium
secondary batteries employing cokes, artificial graphite or
natural graphite, which are all capable of absorption and
desorption of lithium, have been put to practical use.

Among the battery performances, particularly inrelation to
lithium secondary batteries for automotive applications, an
increase in output power and an increase in service life are
required. It has been a considerable challenge to achieve a
balance between a reduction of the resistance of a battery
under various conditions and an enhancement of the service
life performance of a battery.

One of the factors known to cause an increase in the resis-
tance of a battery is a passivation film based on a solvent
decomposition product or an inorganic salt, which is formed
on the surface of a negative electrode. In general, it is known
that since lithium metal is present among the negative elec-
trode active material under the charging conditions, a reduc-
tive decomposition reaction of the electrolyte solution occurs
atthe surface of the negative electrode. In a case in which such
reductive decomposition continuously occurs, the resistance
of the battery increases, the charge-discharge efficiency
decreases, and the energy density of the battery decreases.
Furthermore, on the other hand, it is also known in regard to
the positive electrode that a deterioration reaction occurs over
time, the resistance continually increases, and a decrease in
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the battery performance is caused. In order to overcome these
problems, attempts have been made to add various com-
pounds to electrolyte solution.

As atrial for the purpose, it has been attempted to improve
the battery performance by incorporating various cyclic sul-
fate compounds (see, for example, Japanese Patent Applica-
tion Laid-Open (JP-A) No. 10-189042, JP-A No. 2003-
151623, JP-A No. 2003-308875, JP-A No. 2004-22523, and
JP-A No. 2005-011762).

SUMMARY OF INVENTION
Technical Problem

Itis believed that by adding the cyclic sulfates having lower
alkyl groups, which are described in the various documents
mentioned above, dense passivation films are formed on
negative electrodes, and as the reaction between the organic
solvent in the electrolyte solution and the negative electrode is
continuously suppressed by these passivation films, retention
of the battery capacity is brought about.

However, it has been found that when those cyclic sulfates
having lower alkyl groups as described in the various docu-
ments mentioned above are added, there occurs a new prob-
lem that the potential in a charged state is lowered (more
particularly, the open circuit voltage decreases during the
storage of a battery in a charged state).

The invention was achieved in order to cope with the prob-
lem described above, and it is an object of the invention to
provide a non-aqueous electrolyte solution which can signifi-
cantly suppress a decrease in the open circuit voltage during
the storage of a battery in a charged state, while improving the
capacity retention performance of the battery, and a lithium
secondary battery using the non-aqueous electrolyte solution.

It is another object of the invention to provide an additive
for lithium secondary batteries which is useful for such a
non-aqueous electrolyte solution, and a cyclic sulfate com-
pound which is useful as an additive for non-aqueous elec-
trolyte solutions.

Solution to Problem

The inventors of the invention have conducted a thorough
investigation in connection with the problems described
above, and as a result, the inventors found that when a par-
ticular compound is added to a non-aqueous electrolyte solu-
tion for lithium secondary batteries, a decrease in potential (a
decrease in the open circuit voltage during the storage of a
battery in a charged state) can be markedly suppressed, while
the capacity retention performance is improved. Thus, the
inventors completed the invention.

Thatis, the means for solving the problems of the invention
are as follows.

<1> A non-aqueous electrolyte solution, comprising:

a cyclic sulfate compound represented by the following
formula (I).
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In formula (I), R represents a group represented by the
above formula (II) or a group represented by the above for-
mula (IIT); and R? represents a hydrogen atom, an alkyl group
having from 1 to 6 carbon atoms, a group represented by
formula (II), or a group represented by formula (III).

In formula (II), R® represents a halogen atom, an alkyl
group having from 1 to 6 carbon atoms, a halogenated alkyl
group having from 1 to 6 carbon atoms, an alkoxy group
having from 1 to 6 carbon atoms, or a group represented by
the above formula (IV); and the wavy line in formula (II),
formula (III) and formula (IV) represents the position of
bonding.

In a case in which there are two groups represented by
formula (II) in the cyclic sulfate compound represented by
formula (1), the two groups represented by formula (II) may
be the same as or different from each other.

<2> The non-aqueous electrolyte solution described in
item <1>, wherein in formula (I), R represents a group rep-
resented by formula (II) (provided that in formula (II), R?
represents a fluorine atom, an alkyl group having from 1 to 3
carbon atoms, a halogenated alkyl group having from 1 to 3
carbon atoms, an alkoxy group having from 1 to 3 carbon
atoms, or a group represented by formula (IV)), or a group
represented by formula (III); and R? represents a hydrogen
atom, an alkyl group having from 1 to 3 carbon atoms, a group
represented by formula (IT) (provided that in formula (II), R?
represents a fluorine atom, an alkyl group having from 1 to 3
carbon atoms, a halogenated alkyl group having from 1 to 3
carbon atoms, an alkoxy group having from 1 to 3 carbon
atoms, or a group represented by formula (IV)), or a group
represented by formula (III).

<3> The non-aqueous electrolyte solution described in
item <1> or <2>, wherein in formula (I), R* represents a
group represented by formula (II) (provided that in formula
(1), R? represents a fluorine atom, a methyl group, an ethyl
group, a methoxy group, an ethoxy group, or a group repre-
sented by formula (IV)), or a group represented by formula
(III); and R? represents a hydrogen atom or a methyl group.

<4>The non-aqueous electrolyte solution described in any
one of items <1>to <3>, wherein in formula (I), R! represents
a group represented by formula (III), and R? represents a
hydrogen atom.

<5>The non-aqueous electrolyte solution described in any
one of items <1>to <4>, further comprising at least one of an
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electrolyte compound represented by the following formula
(V) or lithium difluorophosphate.

V)
(0]
Ql
M | ®R%),—Y. R,
QZ
(6]

In formula (V), M represents an alkali metal; Y represents
a transition element, or an element of Group 13, Group 14 or
Group 15 of the Periodic Table of Elements; b represents an
integer from 1 to 3; m represents an integer from 1 to 4; n
represents an integer from 0 to 8; q represents 0 or 1; R
represents an alkylene group having from 1 to 10 carbon
atoms, a halogenated alkylene group having from 1 to 10
carbon atoms, an arylene group having from 6 to 20 carbon
atoms, or a halogenated arylene group having from 6 to 20
carbon atoms, wherein such groups may each contain a sub-
stituent or a heteroatom in the structure, and when q is 1 and
m is 2 to 4, m units of R** may be bonded to each other; R*?
represents a halogen atom, an alkyl group having from 1 to 10
carbon atoms, a halogenated alkyl group having from 1 to 10
carbon atoms, an aryl group having from 6 to 20 carbon
atoms, a halogenated aryl group having from 6 to 20 carbon
atoms, or -Q°R'?, wherein such groups, other than -Q°R"?,
may each contain a substituent or a heteroatom in the struc-
ture, and when n represents an integer from 2 to 8, n units of
R'? may be bonded to each other to form a ring; Q*, Q*, and
Q7 each independently represent O, S or NR**; and R*® and
R'* each independently represent a hydrogen atom, an alkyl
group having from 1 to 10 carbon atoms, a halogenated alkyl
group having from 1 to 10 carbon atoms, an aryl group having
from 6to 20 carbon atoms, or a halogenated aryl group having
from 6 to 20 carbon atoms, wherein such groups may each
contain a substituent or a heteroatom in the structure, and
when plural R*’s or plural R'*’s are present, the respective
groups may be bonded to each other to form a ring.

<6> The non-aqueous electrolyte solution described in
item <5>, wherein the electrolyte compound represented by
formula (V) is at least one compound selected from the group
consisting of a compound represented by the following for-
mula (VI), acompound represented by the following formula
(VID), a compound represented by the following formula
(VIII), and a compound represented by the following formula
IX).
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In formulae (V1) to (IX), M has the same definition as M in
formula (V).

<7>The non-aqueous electrolyte solution described in any
one of items <1> to <6>, further comprising a compound
represented by the following formula (X).

e o
I >:O
v2 O
In formula (X), Y* and Y? each independently represent a
hydrogen atom, a methyl group, an ethyl group, or a propyl
group.
<8>The non-aqueous electrolyte solution described in any

one of items <1> to <7>, further comprising a compound
represented by the following formula (XI).

Xl
X2 o
—0
X3
e)
X4

In formula (XI), X!, X*, X® and X* each independently
represent an alkyl group, having from 1 to 3 carbon atoms,
that may be substituted with a fluorine atom; a hydrogen
atom; a fluorine atom; or a chlorine atom, provided that X* to
X* are not both hydrogen atoms at the same time.

<9>The non-aqueous electrolyte solution described in any
one of items <1>to <8>, wherein the content of the cyclic
sulfate compound represented by formula (I) is from 0.001
mass % to 10 mass %.

<10> The non-aqueous electrolyte solution described in
any one of items <5> to <9>, wherein the content of at least
one of the electrolyte compound represented by formula (V)
or the lithium difluorophosphate is from 0.001 mass % to 10
mass %.

<11> The non-aqueous electrolyte solution described in
any one of items <7> to <10>, wherein the content of the
compound represented by formula (X) is from 0.001 mass %
to 10 mass %.

<12> The non-aqueous electrolyte solution described in
any one of items <8> to <11>, wherein the content of the
compound represented by formula (XI) is from 0.001 mass %
to 10 mass %.
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<13> An additive for a lithium secondary battery, the addi-
tive comprising a cyclic sulfate compound represented by the
following formula (I) as an active ingredient.
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In formula (I), R! represents a group represented by the
above formula (II) or a group represented by the above for-
mula (IIT); and R? represents a hydrogen atom, an alkyl group
having from 1 to 6 carbon atoms, a group represented by
formula (II), or a group represented by formula (III).

In formula (II), R® represents a halogen atom, an alkyl
group having from 1 to 6 carbon atoms, a halogenated alkyl
group having from 1 to 6 carbon atoms, an alkoxy group
having from 1 to 6 carbon atoms, or a group represented by
the above formula (IV); and the wavy line in formula (II),
formula (IIT) and formula (IV) represents the position of
bonding.

In a case in which there are two groups represented by
formula (II) in the cyclic sulfate compound represented by
formula (1), the two groups represented by formula (1) may
be the same as or different from each other.

<14> A cyclic sulfate compound represented by the fol-
lowing formula (I).
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In formula (I), R represents a group represented by the
above formula (II) or a group represented by the above for-
mula (I11); and R? represents a hydrogen atom, an alkyl group
having from 1 to 6 carbon atoms, a group represented by
formula (II), or a group represented by formula (III).

In formula (II), R? represents a halogen atom, an alkyl
group having from 1 to 6 carbon atoms, a halogenated alkyl
group having from 1 to 6 carbon atoms, an alkoxy group
having from 1 to 6 carbon atoms, or a group represented by
the above formula (IV); and the wavy line in formula (II),
formula (III) and formula (IV) represents the position of
bonding.

In a case in which there are two groups represented by
formula (II) in the cyclic sulfate compound represented by
formula (1), the two groups represented by formula (II) may
be the same as or different from each other.

<15>The cyclic sulfate compound described in item <14>,
which is represented by the following formula (XII).

(XII)

0
~L
/ ﬁ s
o) o R
AN
|
R? 0
)
x‘éo
0
O\S/
o// \\o

In formula (XII), R? represents a hydrogen atom or an alkyl
group having from 1 to 6 carbon atoms; and R> represents a
halogen atom, an alkyl group having from 1 to 6 carbon
atoms, a halogenated alkyl group having from 1 to 6 carbon
atoms, an alkoxy group having from 1 to 6 carbon atoms, or a
group represented by formula (IV).

<16>The cyclic sulfate compound described in item <15>,
wherein in formula (XII), R represents a hydrogen atom or a
methyl group; and R? represents a fluorine atom, a methyl
group, an ethyl group, a methoxy group, an ethoxy group, or
a group represented by formula (IV).

<17>The cyclic sulfate compound described in item <15>,
which is 4-methylsulfonyloxymethyl-2,2-dioxo-1,3,2-diox-
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8
athiolane, 4-ethylsulfonyloxymethyl-2,2-dioxo-1,3,2-diox-
athiolane, or bis((2,2-dioxo-1,3,2-dioxathiolane-4-yl)me-
thyl) sulfate.

<18> A lithium secondary battery, comprising:

a positive electrode;

a negative electrode including, as a negative electrode
active material, at least one selected from metal lithium, a
lithium-containing alloy, a metal or alloy capable of alloying
with lithium, an oxide capable of doping and dedoping of
lithium ions, transition metal nitrides capable of doping and
dedoping of lithium ions, or a carbon material capable of
doping and dedoping of lithium ions; and

the non-aqueous electrolyte solution described in any one
of items <1>to <12>.

<19> A lithium secondary battery obtained by charging or
discharging a lithium secondary battery that includes: a posi-
tive electrode; a negative electrode containing, as a negative
electrode active material, at least one selected from metal
lithium, a lithium-containing alloy, a metal or alloy capable of
alloying with lithium, an oxide capable of doping and dedop-
ing of lithium ions, transition metal nitrides capable of doping
and dedoping of lithium ions, or a carbon material capable of
doping and dedoping of lithium ions; and the non-aqueous
electrolyte solution described in any one of items <1> to
<12>.

Advantageous Effects of Invention

According to the invention, a non-aqueous electrolyte
solution which is used in lithium secondary batteries, and can
markedly suppress a decrease in the open circuit voltage
during the storage of a battery in a charged state, while
improving the capacity retention performance of the battery,
and a lithium secondary battery using the non-aqueous elec-
trolyte solution can be provided.

Furthermore, according to the invention, an additive for
lithium secondary batteries which is useful for such a non-
aqueous electrolyte solution, and a novel cyclic sulfate com-
pound which is useful as an additive for non-aqueous elec-
trolyte solutions can be provided.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a schematic cross-sectional diagram of a coin cell
illustrating an example of the lithium secondary battery of the
invention.

DESCRIPTION OF EMBODIMENTS

The cyclic sulfate compound of the invention, a non-aque-
ous electrolyte solution using the compound, an additive for
lithium secondary batteries, and a lithium secondary battery
will be described specifically.

[Cyclic Sulfate Compound Represented by Formula (I)]

The cyclic sulfate compound of the invention is a cyclic
sulfate compound represented by the following formula (I).

@
(€]

\S—O

/
0

O,

Rr!

Rr2



US 9,227,950 B2

9
-continued
1D
O
O
[
(@]
(III)
O
O S/
O// \\O
)
ef{o
O
O S/
O// \\O

In formula (I), R represents a group represented by the
above formula (II) or a group represented by the above for-
mula (IIT); and R? represents a hydrogen atom, an alkyl group
having from 1 to 6 carbon atoms, a group represented by
formula (II), or a group represented by formula (III).

In formula (II), R? represents a halogen atom, an alkyl
group having from 1 to 6 carbon atoms, a halogenated alkyl
group having from 1 to 6 carbon atoms, an alkoxy group
having from 1 to 6 carbon atoms, or a group represented by
the above formula (IV); and the wavy line in formula (II),
formula (III) and formula (IV) represents the position of
bonding.

In a case in which there are two groups represented by
formula (II) in the cyclic sulfate compound represented by
formula (1), the two groups represented by formula (II) may
be the same as or different from each other.

In formula (I), specific examples of the “halogen atom”
include a fluorine atom, a chlorine atom, a bromine atom, and
an iodine atom.

The halogen atom is preferably a fluorine atom.

In formula (1), the “alkyl group having from 1 to 6 carbon
atoms” is a linear or branched alkyl group having from 1 to 6
carbon atoms, and specific examples thereof include a methyl
group, an ethyl group, a propyl group, an isopropyl group, a
butyl group, an isobutyl group, a sec-butyl group, a tert-butyl
group, a pentyl group, a 2-methylbutyl group, a 1-methylpen-
tyl group, a neopentyl group, a 1-ethylpropyl group, a hexyl
group, and a 3,3-dimethylbutyl group.

The alkyl group having from 1 to 6 carbon atoms is more
preferably an alkyl group having from 1 to 3 carbon atoms.

In formula (1), the “halogenated alkyl group having from 1
to 6 carbon atoms” is a linear or branched halogenated alkyl
group having from 1 to 6 carbon atoms, and specific examples
thereofinclude a fluoromethyl group, a difluoromethyl group,
a trifluoromethyl group, a 2,2,2-trifluoroethyl group, a per-
fluoroethyl group, a perfluoropropyl group, a perfluorobutyl
group, a perfluoropentyl group, a perfluorohexyl group, a
perfluoroisopropyl group, a perfluoroisobutyl group, a chlo-
romethyl group, a chloroethyl group, a chloropropyl group, a
bromomethyl group, a bromoethyl group, a bromopropyl
group, an iodomethyl group, an iodoethyl group, and an
iodopropyl group.

The halogenated alkyl group having from 1 to 6 carbon
atoms is more preferably a halogenated alkyl group having
from 1 to 3 carbon atoms.
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In formula (1), the “alkoxy group having from 1 to 6 carbon
atoms” is a linear or branched alkoxy group having from 1 to
6 carbon atoms, and specific examples thereof include a
methoxy group, an ethoxy group, a propoxy group, an iso-
propoxy group, a butoxy group, an isobutoxy group, a sec-
butoxy group, a tert-butoxy group, a pentyloxy group, a 2-me-
thylbutoxy group, a 1-methylpentyloxy group, a
neopentyloxy group, a 1-ethylpropoxy group, a hexyloxy
group, and a 3,3-dimethylbutoxy group.

The alkoxy group having from 1 to 6 carbon atoms is more
preferably an alkoxy group having from 1 to 3 carbon atoms.

R! in formula (I) is preferably a group represented by
formula (II) (in formula (I1), R is preferably a fluorine atom,
analkyl group having from 1 to 3 carbon atoms, ahalogenated
alkyl group having from 1 to 3 carbon atoms, an alkoxy group
having from 1 to 3 carbon atoms, or a group represented by
formula (IV)), or a group represented by formula (III).

R? in formula (I) is preferably a hydrogen atom, an alkyl
group having from 1 to 3 carbon atoms, a group represented
by formula (II) (in formula (II), R? is preferably a fluorine
atom, an alkyl group having from 1 to 3 carbon atoms, a
halogenated alkyl group having from 1 to 3 carbon atoms, an
alkoxy group having from 1 to 3 carbon atoms, or a group
represented by formula (IV)), or a group represented by for-
mula (III), and more preferably a hydrogen atom or a methyl
group. R? is particularly preferably a hydrogen atom.

In a case in which R* in formula (I) is a group represented
by formula (1), R? in formula (II) is a halogen atom, an alkyl
group having from 1 to 6 carbon atoms, a halogenated alkyl
group having from 1 to 6 carbon atoms, an alkoxy group
having from 1 to 6 carbon atoms or a group represented by
formula (IV) as described above, but R is more preferably a
fluorine atom, an alkyl group having from 1 to 3 carbon
atoms, a halogenated alkyl group having from 1 to 3 carbon
atoms, an alkoxy group having from 1 to 3 carbon atoms, ora
group represented by formula (IV), and even more preferably
a fluorine atom, a methyl group, an ethyl group, a methoxy
group, an ethoxy group, or a group represented by formula
aw.

In a case in which R? in formula (I) is a group represented
by formula (II), R? in formula (II) has the same preferable
definition as R? in the case where R in formula (I) is a group
represented by formula (II).

A preferred combination of R* and R? in formula (I) is a
combination in which R* represents a group represented by
formula (1) (in formula (II), R? is preferably a fluorine atom,
analkyl group having from 1 to 3 carbon atoms, ahalogenated
alkyl group having from 1 to 3 carbon atoms, an alkoxy group
having from 1 to 3 carbon atoms, or a group represented by
formula (IV)), or a group represented by formula (I1), and R*
represents a hydrogen atom, an alkyl group having from 1 to
3 carbon atoms, a group represented by formula (I) (in for-
mula (II), R? is preferably a fluorine atom, an alkyl group
having from 1 to 3 carbon atoms, a halogenated alkyl group
having from 1 to 3 carbon atoms, an alkoxy group having
from 1 to 3 carbon atoms, or a group represented by formula
(IV)), or a group represented by formula (III).

A more preferred combination of R' and R? in formula (I)
is a combination in which R* represents a group represented
by formula (II) (in formula (II), R? is preferably a fluorine
atom, a methyl group, an ethyl group, a methoxy group, an
ethoxy group, or a group represented by formula (IV)), or a
group represented by formula (11), and R represents a hydro-
gen atom or a methyl group.

A particularly preferred combination of R' and R? in for-
mula (I) is a combination in which in formula (I), R! repre-
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sents a group represented by formula (II) and R? represents a
hydrogen atom (most preferably 1,2:3,4-di-O-sulfanyl-
meso-erythritol).

A cyclic sulfate compound in which R* in formula (I) is a
group represented by formula (II), is a cyclic sulfate com-
pound represented by the following formula (XII).

(XII)
0

o)

Ns5—0

/
0

Rr2

In formula (XII), R? and R> have the same definitions as R*
and R? in formula (I) and formula (II), respectively.

The cyclic sulfate compound represented by formula (XII)
is preferably a compound in which R? represents a hydrogen
atom or an alkyl group having from 1 to 6 carbon atoms,

R? represents a halogen atom, an alkyl group having from
1to 6 carbon atoms, a halogenated alkyl group having from 1
to 6 carbon atoms, an alkoxy group having from 1 to 6 carbon
atoms, or a group represented by formula (IV).

Furthermore, the cyclic sulfate compound represented by
formula (XII) is particularly preferably a compound in which
R? represents a hydrogen atom or a methyl group, and R?
represents a fluorine atom, a methyl group, an ethyl group, a
methoxy group, an ethoxy group, or a group represented by
formula (IV).

The cyclic sulfate compound represented by formula (I) is
preferably 4-methylsulfonyloxymethyl-2,2-dioxo-1,3,2-di-
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oxathiolane, 4-ethylsulfonyloxymethyl-2,2-dioxo-1,3,2-di-
oxathiolane,  bis((2,2-dioxo-1,3,2-dioxathiolane-4-yl)me-
thyl) sulfate, 1,2:3,4-di-O-sulfanyl-meso-erythritol, or 1,2:3,
4-di-O-sulfanyl-D,[-threitol; more preferably
4-methylsulfonyloxymethyl-2,2-dioxo-1,3,2-dioxathiolane,
4-ethylsulfonyloxymethyl-2,2-dioxo-1,3,2-dioxathiolane,
bis((2,2-dioxo-1,3,2-dioxathiolane-4-yl)methyl) sulfate, or
1,2:3,4-di-O-sulfanyl-meso-erythritol; and particularly pref-
erably  4-methylsulfonyloxymethyl-2,2-dioxo-1,3,2-diox-
athiolane, 4-ethylsulfonyloxymethyl-2,2-dioxo-1,3,2-diox-
athiolane, or  bis((2,2-dioxo-1,3,2-dioxathiolane-4-yl)
methyl) sulfate.

Specific examples of the cyclic sulfate compound repre-
sented by formula (I) according to the invention [exemplary
compound 1 to exemplary compound 30] will be described in
the following table by specifying the respective substituents
for formula (I), but the invention is not intended to be limited
to these compounds.

In the structures of the exemplary compounds described
below, “Me” represents a methyl group, “Et” represents an
ethyl group, “Pr” represents a propyl group, “iPr” represents
an isopropyl group, “Bu” represents a butyl group, “tBu”
represents a tertiary butyl group, “Pent” represents a pentyl
group, “Hex” represents a hexyl group, “OMe” represents a
methoxy group, “OEt” represents an ethoxy group, “OPr”
represents a propoxy group, “OBu” represents a butoxy
group, “OPent” represents a pentyloxy group, “OHex” rep-
resents a hexyloxy group. Furthermore, the “wavy line” in R*
to R? represents the position of bonding.

Meanwhile, a 2,2-dioxo-1,3,2-dioxathiolane ring may
have stereoisomers arising from the substituents at the 4-po-
sition and the 5-position, but both the isomers are compounds
that are included in the invention.

@
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\S—O
/
O, Rl
R2
Exemplary
Compound No. R! R? R3
1 o H Me
3
o\g _R
|
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2 o . H Et
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o\g _R
|
e}
4 rj{/ H iPr
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Among the cyclic sulfate compounds represented by for-

5

mula (I), in the case where two or more asymmetric carbon
atoms are present in the molecule, the relevant compounds
respectively have stereoisomers (diastereomers), but unless

particularly stated otherwise, each of the relevant compounds
is a mixture of corresponding diastereomers.

60

For example, exemplary compound 22 (4,4'-bis(2,2-dioxo-
1,3,2-dioxathiolane) has two kinds of diastereomers, which
are indicated as exemplary compound 22a described below
and exemplary compound 22b described below, respectively. ¢s

In the present specification, the exemplary compound 22a
may be referred to as 1,2:3,4-di-O-sulfanyl-meso-erythritol,

1,2:3,4-di-O-sulfanyl-D,[-threitol.

O
I,
/\)\/\
O,
/ 0
oy
IS0
O

3 and the exemplary compound 22b may be referred to as

Exemplary Compound 22a
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Meanwhile, the cyclic sulfate compound represented by
formula (I) is useful as an additive for lithium secondary
batteries as will be described below.

The cyclic sulfate compound represented by formula (I) in
the invention, in which R* represents a group represented by
formula (1) (for example, a cyclic sulfate compound repre-
sented by formula (XII)), can be produced by, for example,
the process that will be described below, but the production
method is not intended to be limited to this production
method.

OH
SOCL,
HO, —_—
step 1
R2
@®
A\
3
N—0 XSOR
/ 3
O OH
step 2
R2
@
O,

\

\/S —0
oxidizing agent

) o) R}

~ g - step 3
|
R2 o]
@)
I
O,
x S—O
o/ e} ﬁ R?
~ S -~
|
R? o]

(XII)

In the above formula, R? and R? have the same definitions
as R? and R? in formula (I), respectively; and in the above
formula, X represents a halogen atom.

(Step 1)

Step 1 is a step for producing a cyclic sulfurous acid ester
represented by formula (2) (hereinafter, also referred to as
“compound (2)”) by causing an alcohol derivative repre-
sented by formula (I) (hereinafter, also referred to as “com-
pound (1)) to react with thionyl chloride.

In regard to the present step, the solvent to be used is not
particularly limited as long as the solvent does not inhibit the
reaction and is capable of dissolving the starting materials to
some extent, and examples thereof include ethers such as
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diethyl ether, dimethoxyethane, tetrahydrofuran, and diox-
ane; aromatic hydrocarbons such as benzene, toluene, xylene
and chlorobenzene; aliphatic hydrocarbons such as hexane,
cyclohexane and heptane; halogenated hydrocarbons such as
methylene chloride, 1,2-dichloroethane and chloroform; and
mixture thereof. Suitable solvents are halogenated hydrocar-
bons, aliphatic hydrocarbons, and aromatic hydrocarbons,
and more suitable solvents are methylene chloride and tolu-
ene.

The amount of thiony] chloride to be used is 1.0 mol to 5.0
mol, and suitably 1.0 mol to 2.0, mol, relative to 1 mol of the
compound (1).

Regarding the amount of the solvent, usually 0.3 liters to 5
liters, and suitably 0.5 liters to 2 liters, can be used relative to
1 mol of the compound (1).

The reaction temperature may vary depending on the raw
material compounds, reaction reagents, solvents and the like,
but usually, the reaction can be carried out in a temperature
range of from —-20° C. to the reflux temperature in the reaction
system, and suitably —=10° C. to 20° C.

The reaction time may vary depending on the raw material
compounds, reaction reagents, solvents, reaction tempera-
ture, and the like, but usually, the reaction can be carried out
in the range of 0.5 hours to 48 hours, and suitably 0.5 hours to
24 hours.

The compound (1) used in the present step may be a com-
mercially available product, or is produced according to an
already known method, for example, the method described in
Tetrahedron: Asymmetry, 2005, Vol. 16, p. 3268-3274.

(Step 2)

Step 2 is a step for producing a cyclic sulfurous acid ester
(4) represented by formula (4) (hereinafter, also referred to as
“compound (4)”) by causing the cyclic sulfurous acid ester
represented by formula (2) (compound (2)) to react with a
compound represented by formula (3) in the presence of a
base.

In the present step, the base to be used is not particularly
limited as long as it is a base exhibiting a deprotonation ability
against the substrate, and examples thereof include carbon-
ates of alkali metals, such as sodium carbonate and potassium
carbonate; hydrogen carbonates of alkali metals, such as
sodium hydrogen carbonate and potassium hydrogen carbon-
ate; organic bases such as triethylamine, N,N-dimethyla-
niline, and pyridine; metal hydrides such as sodium hydride
and potassium hydride; and metal alkoxides such as sodium
methoxide, sodium ethoxide, and potassium tert-butoxide.
Suitable bases are organic bases, and a more suitable base is
triethylamine.

Inthe present step, the solvent to be used is not particularly
limited as long as the solvent does not inhibit the reaction and
is capable of dissolving the starting materials to some extent,
and examples thereof include ethers such as diethyl ether,
dimethoxyethane, tetrahydrofuran, and dioxane; aromatic
hydrocarbons such as benzene, toluene, xylene, and chlo-
robenzene; aliphatic hydrocarbons such as hexane, cyclohex-
ane, and heptane; halogenated hydrocarbons such as methyl-
ene chloride, 1,2-dichloroethane, and chloroform; esters such
as ethyl acetate and butyl acetate; and mixture thereof. Suit-
able solvents include halogenated hydrocarbons, aliphatic
hydrocarbons, and aromatic hydrocarbons, and more suitable
solvents include methylene chloride and toluene.

The amount of the solvent that can be used is usually 0.5
liters to 10 liters, and suitably 1.0 liter to 5 liters, relative to 1
mol of the compound (2).

The reaction temperature may vary depending on the raw
material compounds, reaction reagents, solvents and the like,
but usually, the reaction can be carried out in a temperature
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range of from —20° C. to the reflux temperature in the reaction
system, and suitably —=10° C. to 50° C.

The reaction time may vary depending on the raw material
compounds, reaction reagents, solvents, reaction tempera-
ture, and the like, but usually, the reaction can be carried out
in the range of 0.5 hours to 48 hours, and suitably 0.5 hours to
24 hours.

(Step 3)

Step 3 is a step for producing a cyclic sulfate (XII) by
causing the cyclic sulfurous acid ester derivative represented
by formula (4) (compound (4)) to react with an oxidizing
agent.

In the present step, examples of the oxidizing agent that
may be used include ruthenium salts such as ruthenium oxide,
ruthenium chloride, and ruthenium bromide, or hydrates
thereof. Suitable oxidizing agents are ruthenium oxide and
ruthenium trichloride hydrate. Examples of co-oxidizing
agents for the present reaction system include sodium perio-
date, sodium perchlorate, sodium chlorite, and sodium
hypochlorite, and suitable examples include sodium
hypochlorite and sodium periodate.

Inthe present step, the solvent to be used is not particularly
limited as long as the solvent does not inhibit the reaction and
is capable of dissolving the starting materials to some extent,
and examples thereof include water; ethers such as diethyl
ether, dimethoxyethane, tetrahydrofuran, and dioxane; aro-
matic hydrocarbons such as benzene, toluene, xylene, and
chlorobenzene; aliphatic hydrocarbons such as hexane,
cyclohexane, and heptane; halogenated hydrocarbons such as
methylene chloride, 1,2-dichloroethane, and chloroform;
esters such as ethyl acetate and butyl acetate; nitriles such as
acetonitrile and propionitrile; and mixture thereof. Suitable
solvents include esters, nitriles, water, and mixture thereof,
and a more suitable solvent is a mixture of acetonitrile and
water.

The amount of the solvent that can be used is usually 0.5
liters to 10 liters, and suitably 1.0 liter to 5 liters, relative to 1
mol of the compound (4).

The reaction temperature may vary depending on the raw
material compounds, reaction reagents, solvent and the like,
but usually, the reaction can be carried out in a temperature
range of from —20° C. to the reflux temperature in the reaction
system, and suitably —=10° C. to 50° C.

The reaction time may vary depending on the raw material
compounds, reaction reagents, solvent, reaction temperature,
and the like, but usually, the reaction can be carried out in the
range of 0.5 hours to 48 hours, and suitably 0.5 hours to 24
hours.

The cyclic sulfate compound represented by formula (I) of
the invention, in which R* represents a group represented by
formula (III), can be produced by an already known method,
for example, the method described in Tetrahedron Letters,
2000, vol. 41, p. 5053-5056.

The cyclic sulfate compound represented by formula (I) is
useful as an additive for lithium secondary batteries, particu-
larly as an additive for a non-aqueous electrolyte solution for
lithium secondary batteries that will be described below.
When this additive is added to a non-aqueous electrolyte
solution, a decrease in the open circuit voltage during the
storage of a battery in a charged state can be suppressed, while
the capacity retention performance of the battery is improved.

Now, a speculated reason why the cyclic sulfate compound
represented by formula (I) offers the above-described effects
will be explained below.

As aresult of the investigation conducted by the inventors
of'the invention, it was found that when a compound having a
structure of a simple cyclic sulfate, which is a cyclic sulfate
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compound that is not included in formula (I), is used, the
capacity retention performance of a battery is improved, but a
decrease in the potential (a decrease in the open circuit volt-
age during the storage of the battery in a charged state) is
brought about. In contrast to this, it was found that when a
cyclic sulfate compound represented by formula (I) (a com-
pound having a structure in which a sulfuric acid ester struc-
ture is further added to one cyclic sulfate structure) is used, a
decrease in potential can be suppressed while the capacity
retention performance of the battery is improved.

Itis speculated that such an effect is obtained because at the
time of forming a passivation film on the negative electrode
side by initial charging, as the cyclic sulfate compound rep-
resented by formula (I) having the structure forms a passiva-
tion film more firmly on the negative electrode side, continu-
ous solvent decomposition or the like at the electrode surface
is suppressed.

However, the invention is not intended to be limited by the
speculation as described above.

The cyclic sulfate compound represented by formula (I)
that is included in the non-aqueous electrolyte solution of the
invention may be used singly, or two or more kinds may be
used.

The content (if two or more kinds are included, the total
content) of the cyclic sulfate compound represented by for-
mula (I) that is included in the non-aqueous electrolyte solu-
tion of the invention is preferably 0.001 mass % to 10 mass %,
and more preferably in the range of 0.05 mass % to 5 mass %,
relative to the total mass of the non-aqueous electrolyte solu-
tion. When the content is in this range, a decrease in the open
circuit voltage during battery storage can be more effectively
suppressed, while the capacity of the battery is retained.

[Electrolyte Compound Represented by Formula (V) and
Lithium Difluorophosphate]

The non-aqueous electrolyte solution of the invention pref-
erably further contains at least one of an electrolyte com-
pound represented by the following formula (V) or lithium
difluorophosphate (LiIOP(O)F,), in addition to the cyclic sul-
fate compound represented by formula (I) described above.

Thereby, a decrease in the open circuit voltage during the
storage of a battery in a charged state can be suppressed, while
the capacity retention performance of the battery is improved,
and also, the low temperature discharge characteristics of the
battery in the early stage and during storage in a charged state
can be enhanced. That is, when the non-aqueous electrolyte
solution of the invention contains the cyclic sulfate com-
pound represented by formula (I) described above, and at
least one of an electrolyte compound represented by the fol-
lowing formula (V) or lithium difluorophosphate (LiOP(O)
F,), a good balance can be achieved between the initial char-
acteristics of a battery and the storage characteristics of the
battery.

Here, if the non-aqueous electrolyte solution does not con-
tain the cyclic sulfate compound represented by formula (1)
described above but contains at least one of the electrolyte
compound represented by the following formula (V) or
lithium difluorophosphate (LiOP(O)F ), the effect of enhanc-
ing the low temperature discharge characteristics of the bat-
tery in the early stage may be obtained, but the storage char-
acteristics of the battery cannot be sufficiently satisfied. That
is, in this case, the low temperature discharge characteristics
during storage or the capacity retention performance during
storage may deteriorate, and a decrease in the open circuit
voltage during storage may not be suppressed.
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Hereinafter, the electrolyte compound represented by for-
mula (V) will be described.

V) s
O
Ql
MY, | ®R1Y,—Y RN,
Qz 10
[@]

In formula (V), M represents an alkali metal; Y represents
a transition element, or an element of Group 13, Group 14 or
Group 15 of the Periodic Table of Elements; b represents an
integer from 1 to 3; m represents an integer from 1 to 4; n
represents an integer from 0 to 8; q represents 0 or 1; R
represents an alkylene group having from 1 to 10 carbon
atoms, a halogenated alkylene group having from 1 to 10
carbon atoms, an arylene group having from 6 to 20 carbon
atoms, or a halogenated arylene group having from 6 to 20
carbon atoms, wherein such groups may each contain a sub-
stituent or a heteroatom in the structure, and when qis 1 and
m is 2 to 4, m units of R** may be bonded to each other; R*?
represents a halogen atom, an alkyl group having from 1 to 10
carbon atoms, a halogenated alkyl group having from 1 to 10
carbon atoms, an aryl group having from 6 to 20 carbon
atoms, a halogenated aryl group having from 6 to 20 carbon
atoms, or -Q°R'?, wherein such groups, other than -Q*R*?,
may each contain a substituent or a heteroatom in the struc-
ture, and when n represents an integer from 2 to 8, n units of
R'? may be bonded to each other to form a ring; Q', Q% and
Q? each independently represent O, S or NR'*; and R'* and
R'* each independently represent a hydrogen atom, an alkyl
group having from 1 to 10 carbon atoms, a halogenated alkyl
group having from 1 to 10 carbon atoms, an aryl group having
from 6to 20 carbon atoms, or a halogenated aryl group having
from 6 to 20 carbon atoms, wherein such groups may each
contain a substituent or a heteroatom in the structure, and
when plural R'*’s or plural R'*s are present, the respective
groups may be bonded to each other to form a ring.

Inthe electrolyte compound represented by formula (V), M
represents an alkali metal, and Y represents a transition metal
or an element of Group 13, Group 14 or Group 15 of the
Periodic Table of Elements. Among these, Y is preferably Al,
B,V,Ti, Si, Zr, Ge, Sn, Cu, Y, Zn, Ga, Nb, Ta, Bi, P, As, Sc, Hf,
or Sbh, and more preferably Al, B or P. When'Y represents Al,
B or P, synthesis of the anion compound is made relatively
easy, and the production cost can be lowered. Symbol b,
which represents the valency of the anion and the number of
cations, is an integer from 1 to 3, and is preferably 1. If b is
greater than 3, there is a tendency that the salt of the anion
compound does not easily dissolve in a mixed organic sol-
vent, which is not preferable. Furthermore, the constants m
and n are values related to the number of ligands and are
determined in accordance with the kind of M; however, m
represents an integer from 1 to 4, and n represents an integer
from 0 to 8. The constant q is 0 or 1. When q is 0, the chelate
ring becomes a 5S-membered ring, and when q is 1, the chelate
ring becomes a 6-membered ring.

R'! represents an alkylene group having from 1 to 10
carbon atoms, a halogenated alkylene group having from 1 to
10 carbon atoms, an arylene group having from 6 to 20 carbon
atoms, or a halogenated arylene group having from 6 to 20
carbon atoms. These alkylene group, halogenated alkylene
group, arylene group and halogenated arylene group may
each contain a substituent or a heteroatom in the structure.
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Specifically, these groups may each contain a halogen atom,
a chain-link or cyclic alkyl group, an aryl group, an alkenyl
group, an alkoxy group, an aryloxy group, a sulfonyl group,
an amino group, a cyano group, a carbonyl group, an acyl
group, an amide group, or a hydroxyl group as a substituent,
instead of a hydrogen atom. Furthermore, these groups may
also have a structure in which a nitrogen atom, a sulfur atom
or an oxygen atom is introduced instead of the carbon ele-
ment. Also, when qis 1 and m is 2 to 4, m units of R** may be
bonded to each other. An example thereof may be a ligand
such as ethylenediamine tetraacetate.

R!? represents a halogen atom, an alkyl group having from
1 to 10 carbon atoms, a halogenated alkyl group having from
1 to 10 carbon atoms, an aryl group having from 6 to 20
carbon atoms, a halogenated aryl group having from 6 to 20
carbon atoms, or -Q°R"® (Q® and R'® will be explained
below).

These alkyl group, halogenated alkyl group, aryl group and
halogenated aryl group for R* may each contain a substituent
or a heteroatom in the structure as in the case of R'!, and when
nis 2 to 8, nunits of R' may be bonded to each other to form
aring. R'? is preferably an electron-withdrawing group, and
is particularly preferably a fluorine atom.

Q*, Q% and Q° each independently represent O, S or NR*.
That is, a ligand is bonded to Y through these heteroatoms.

R'® and R'* each independently represent a hydrogen
atom, an alkyl group having from 1 to 10 carbon atoms, a
halogenated alkyl group having from 1 to 10 carbon atoms, an
aryl group having from 6 to 20 carbon atoms, or ahalogenated
aryl group having from 6 to 20 carbon atoms. These alkyl
group, halogenated alkyl group, aryl group and halogenated
aryl group may each contain a substituent or a heteroatom in
the structure as in the case of R'!. Furthermore, when there
are plural R**’s or plural R'*'s, the respective groups may be
bonded to each other to form a ring.

Examples of the alkali metal for M include lithium, sodium
and potassium. Among these, lithium is particularly pre-
ferred.

n is preferably an integer from 0 to 4.

When the non-aqueous electrolyte solution of the invention
includes an electrolyte compound represented by formula
(V), the non-aqueous electrolyte solution of the invention
may include only one kind of the compound represented by
formula (V), or may include two or more kinds thereof.

Furthermore, the electrolyte compound represented by for-
mula (V) is more preferably at least one compound selected
from the group consisting of a compound represented by the
following formula (VI), a compound represented by the fol-
lowing formula (VII), a compound represented by the follow-
ing formula (VIII), and a compound represented by the fol-
lowing formula (IX). In regard to the compounds represented
by formulas (VI) to (IX), a compound in which M represents
lithium, sodium or potassium may be mentioned as a more
preferred compound of the electrolyte compound represented
by formula (V), and particularly preferably, the electrolyte
compound is a compound represented by formula (VIII), in
which M represents lithium.

VD
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In formulas (VI) to (IX), M has the same definition as M in
formula (V).

In regard to the method for synthesizing the electrolyte
compound represented by formula (V), for example, in the
case of a compound represented by formula (VI), a method of
causing LiBF, to react with a lithium alkoxide in a two-fold
molar amount of LiBF, in a non-aqueous solvent, subse-
quently adding oxalic acid, and substituting the alkoxide
bonded to boron with oxalic acid, may be used.

Furthermore, in the case of a compound represented by
formula (VII), a method of causing LiPF to react with oxalic
acid in a one-fold molar amount of this LiPF, in a non-
aqueous solvent, and substituting the fluorine atom bonded to
phosphorus with oxalic acid, may be used.

Furthermore, in the case of a compound represented by
formula (VIII), amethod of causing LiPF 4, to react with oxalic
acid in a two-fold molar amount of this LiPF, in a non-
aqueous solvent, and substituting the fluorine atom bonded to
phosphorus with oxalic acid, may be used.

Also, in the case of a compound represented by formula
(IX), a method of causing LiPF to react with oxalic acid in a
3-fold molar amount of this LiPF in a non-aqueous solvent,
and substituting the fluorine atom bonded to phosphorus with
oxalic acid, may be used.

In these cases, lithium salts of the anion compounds can be
obtained.

When the non-aqueous electrolyte solution of the invention
includes at least one of the electrolyte compound represented
by formula (V) or lithium difluorophosphate, the content of at
least one (if two or more kinds are included, the total content)
of the electrolyte compound represented by formula (V) or
lithium difluorophosphate is preferably 0.001 mass % to 10
mass %, and more preferably in the range of 0.05 mass % to
5 mass %, relative to the total mass of the non-aqueous elec-
trolyte solution. When the content is in this range, a balance
can be achieved more effectively between an improvement in
the low temperature characteristics of a battery and an
improvement in the storage characteristics of the battery.

Furthermore, when the non-aqueous electrolyte solution of
the invention includes at least one of the electrolyte com-
pound represented by formula (V) or lithium difluorophos-
phate, the content (if two or more kinds are included, the total
content) of the cyclic sulfate compound represented by for-
mula () is preferably 0.001 mass % to 10 mass %, and more
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preferably in the range of 0.05 mass % to 5 mass %, relative
to the total mass of the non-aqueous electrolyte solution.
When the content is in this range, a balance can be achieved
more effectively between an improvement in the low tem-
perature discharge characteristics of a battery and an
improvement in the storage characteristics of the battery.

The non-aqueous electrolyte solution of the invention may
also include other components in addition to the cyclic sulfate
compound represented by formula (I) (and at least one of the
electrolyte compound represented by formula (V) or lithium
difluorophosphate that are used according to necessity).
Regarding the other components, any known components can
be optionally included.

The other components that are preferably included in the
non-aqueous electrolyte solution of the invention will be
explained. The non-aqueous electrolyte solution generally
contains an electrolyte and a non-aqueous solvent.

Furthermore, an example of the other components that are
preferably included in the non-aqueous electrolyte solution of
the invention may be at last one compound represented by
formula (X) shown below or formula (XI) shown below, from
the viewpoint of obtaining the effects of the invention more
effectively.

[Non-Aqueous Solvent]

Regarding the non-aqueous solvent related to the inven-
tion, various known solvents can be appropriately selected,
but it is preferable to use a cyclic aprotic solvent and/or a
linear aprotic solvent.

When an increase in the flash point of the solvent is
intended to enhance the safety of the battery, it is preferable to
use a cyclic aprotic solvent as the non-aqueous solvent.

[Cyclic Aprotic Solvent]

Examples of the cyclic aprotic solvent that can be used
include a cyclic carbonate, a cyclic carboxylic acid ester, a
cyclic sulfone, and a cyclic ether.

The cyclic aprotic solvent may be used alone, or a mixture
of plural kinds may also be used.

The mixing proportion of the cyclic aprotic solvent in the
non-aqueous solvent is 10 mass % to 100 mass %, more
preferably 20 mass % to 90 mass %, and particularly prefer-
ably 30 mass % to 80 mass %. When such a ratio is employed,
the conductivity of the electrolyte solution that is related to
the charge-discharge characteristics of the battery can be
increased.

Specific examples of the cyclic carbonate include ethylene
carbonate, propylene carbonate, 1,2-butylene carbonate, 2,3-
butylene carbonate, 1,2-pentylene carbonate, and 2,3-penty-
lene carbonate. Among these, ethylene carbonate and propy-
lene carbonate having high dielectric constants are suitably
used. In the case of a battery using graphite as the negative
electrode active material, ethylene carbonate is more prefer-
able. Also, two or more kinds of these cyclic carbonates may
also be used in mixture.

Specific examples of the cyclic carboxylic acid ester
include y-butyrolactone, d-valerolactone, and alkyl-substi-
tuted forms such as methyl-y-butyrolactone, ethyl-y-butyro-
lactone, and ethyl-d-valerolactone.

A cyclic carboxylic acid ester has a low vapor pressure, has
low viscosity, has a high dielectric constant, and can lower the
viscosity of the electrolyte solution without decreasing the
flash point of the electrolyte solution and the degree of dis-
sociation of the electrolyte. For this reason, a cyclic carboxy-
lic acid ester has a feature that the conductivity of the elec-
trolyte solution, which is an index associated with the
discharge characteristics of a battery, can be increased with-
out increasing the inflammability of the electrolyte solution.
Therefore, in the case where an improvement in the flash
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point of the solvent is intended, it is preferable to use a cyclic
carboxylic acid ester as the cyclic aprotic solvent. Among
cyclic carboxylic acid esters, y-butyrolactone is most pre-
ferred.

Furthermore, it is preferable to use a cyclic carboxylic acid
ester as a mixture with another cyclic aprotic solvent. For
example, a mixture of a cyclic carboxylic acid ester and a
cyclic carbonate and/or an acyclic carbonate may be used.

Examples of the cyclic sulfone include sulfolane, 2-meth-
ylsulfolane, 3-methylsulfolane, dimethylsulfone, diethylsul-
fone, dipropylsulfone, methylethylsulfone, and methylpro-
pylsulfone.

Examples of the cyclic ether include dioxolane.

[Acyclic Aprotic Solvent]

Examples of the acyclic aprotic solvent of the invention
that can be used include an acyclic carbonate, an acyclic
carboxylic acid ester, an acyclic ether, and an acyclic phos-
phoric acid ester.

The mixing proportion of the acyclic aprotic solvent in the
non-aqueous solvent is 10 mass % to 100 mass %, more
preferably 20 mass % to 90 mass %, and particularly prefer-
ably 30 mass % to 80 mass %.

Specific examples of the acyclic carbonate include dim-
ethyl carbonate, methyl ethyl carbonate, diethyl carbonate,
methyl propyl carbonate, methyl isopropyl carbonate, ethyl
propyl carbonate, dipropyl carbonate, methyl butyl carbon-
ate, ethyl butyl carbonate, dibutyl carbonate, methyl pentyl
carbonate, ethyl pentyl carbonate, dipentyl carbonate, methyl
heptyl carbonate, ethyl heptyl carbonate, diheptyl carbonate,
methyl hexyl carbonate, ethyl hexyl carbonate, dihexyl car-
bonate, methyl octyl carbonate, ethyl octyl carbonate, dioctyl
carbonate, and methyl trifluoroethyl carbonate. These acyclic
carbonates may also be used as mixtures of two or more kinds.

Specific examples of the acyclic carboxylic acid ester
include methyl pivalate.

Specific examples of the acyclic ether include dimethoxy-
ethane.

Specific examples of the acyclic phosphoric acid ester
include trimethyl phosphate.

[Combination of Solvents]

The non-aqueous solvent used in the non-aqueous electro-
lyte solution related to the invention may be used singly or as
a mixture of plural kinds. Furthermore, only cyclic aprotic
solvents may be used singly or as a combination of plural
kinds; only acyclic aprotic solvents may be used singly or as
a combination of plural kinds; or mixtures of cyclic aprotic
solvents and acyclic protic solvents may also be used. Par-
ticularly when an enhancement of the rate characteristics and
the low temperature characteristics of the battery is intended,
it is preferable to use a cyclic aprotic solvent and an acyclic
aprotic solvent in combination as the non-aqueous solvent.

Furthermore, in view of the electrochemical stability of the
electrolyte solution, it is most preferable to apply a cyclic
carbonate as the cyclic aprotic solvent, and to apply an acyclic
carbonate as the acyclic aprotic solvent. Furthermore, when a
combination of a cyclic carboxylic acid ester and a cyclic
carbonate and/or acyclic carbonate is used, the conductivity
of the electrolyte solution related to the charge-discharge
characteristics of the battery can be increased.

Specific examples of the combination of a cyclic carbonate
and an acyclic carbonate include ethylene carbonate with
dimethyl carbonate; ethylene carbonate with methyl ethyl
carbonate; ethylene carbonate with diethyl carbonate; propy-
lene carbonate with dimethyl carbonate; propylene carbonate
with methyl ethyl carbonate; propylene carbonate with
diethyl carbonate; ethylene carbonate with propylene carbon-
ate and methyl ethyl carbonate; ethylene carbonate with pro-
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pylene carbonate and diethyl carbonate; ethylene carbonate
with dimethyl carbonate and methyl ethyl carbonate; ethyl-
ene carbonate with dimethyl carbonate and diethyl carbonate;
ethylene carbonate with methyl ethyl carbonate and diethyl
carbonate; ethylene carbonate with dimethyl carbonate,
methyl ethyl carbonate and diethyl carbonate; ethylene car-
bonate with propylene carbonate, dimethyl carbonate and
methyl ethyl carbonate; ethylene carbonate with propylene
carbonate, dimethyl carbonate and diethyl carbonate; ethyl-
ene carbonate with propylene carbonate, methyl ethyl car-
bonate and diethyl carbonate; and ethylene carbonate with
propylene carbonate, dimethyl carbonate, methyl ethyl car-
bonate and diethyl carbonate.

The mixing proportion of the cyclic carbonate and the
acyclic carbonate is such that when expressed as a mass ratio,
the ratio of cyclic carbonate:acyclic carbonate is 5:95 to
80:20, more preferably 10:90 to 70:30, and particularly pref-
erably 15:85 to 55:45. When such ratios are employed, an
increase in the viscosity of the electrolyte solution is sup-
pressed, and the degree of dissociation of the electrolyte can
be increased. Therefore, the conductivity of the electrolyte
solution related to the charge-discharge characteristics of a
battery can be increased. Furthermore, the solubility of the
electrolyte can be further increased. Accordingly, since an
electrolyte solution having excellent electrical conductivity at
normal temperature or at a low temperature can be obtained,
the rate characteristics of a battery at normal temperature to a
low temperature can be improved.

Specific examples of the combination of a cyclic carboxy-
lic acid ester with a cyclic carbonate and/or an acyclic car-
bonate include y-butyrolactone with ethylene carbonate;
y-butyrolactone with ethylene carbonate and dimethyl car-
bonate; y-butyrolactone with ethylene carbonate and methyl
ethyl carbonate; y-butyrolactone with ethylene carbonate and
diethyl carbonate; y-butyrolactone with propylene carbonate;
y-butyrolactone with propylene carbonate and dimethyl car-
bonate; y-butyrolactone with propylene carbonate and methyl
ethyl carbonate; y-butyrolactone with propylene carbonate
and diethy] carbonate; y-butyrolactone with ethylene carbon-
ate and propylene carbonate; y-butyrolactone with ethylene
carbonate, propylene carbonate and dimethyl carbonate;
y-butyrolactone with ethylene carbonate, propylene carbon-
ate and methyl ethyl carbonate; y-butyrolactone with ethylene
carbonate, propylene carbonate and diethyl carbonate; y-bu-
tyrolactone with ethylene carbonate, dimethyl carbonate and
methyl ethyl carbonate; y-butyrolactone with ethylene car-
bonate, dimethyl carbonate and diethyl carbonate; y-butyro-
lactone with ethylene carbonate, methyl ethyl carbonate and
diethyl carbonate; y-butyrolactone with ethylene carbonate,
dimethyl carbonate, methyl ethyl carbonate, and diethyl car-
bonate; y-butyrolactone with ethylene carbonate, propylene
carbonate, dimethyl carbonate and methyl ethyl carbonate;
y-butyrolactone with ethylene carbonate, propylene carbon-
ate, dimethyl carbonate and diethyl carbonate; y-butyrolac-
tone with ethylene carbonate, propylene carbonate, methyl
ethyl carbonate, and diethyl carbonate; y-butyrolactone with
ethylene carbonate, propylene carbonate, dimethyl carbon-
ate, methyl ethyl carbonate, and diethyl carbonate; y-butyro-
lactone with sulfolane; y-butyrolactone with ethylene carbon-
ate and sulfolane; y-butyrolactone with propylene carbonate
and sulfolane; y-butyrolactone with ethylene carbonate, pro-
pylene carbonate and sulfolane; and y-butyrolactone with
sulfolane and dimethyl carbonate.

[Other Solvent]

The non-aqueous electrolyte solution related to the inven-
tion may also include another solvent in addition to the sol-
vents described above, as the non-aqueous solvent. Specific
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examples of the other solvent include amides such as dimeth-
ylformamide; acyclic carbamates such as methyl-N,N-dim-
ethyl carbamate; cyclic amides such as N-methylpyrrolidone;
cyclic ureas such as N,N-dimethylimidazolidinone; boron
compounds such as trimethyl borate, triethyl borate, tributyl
borate, trioctyl borate, and trimethylsilyl borate; and polyeth-
ylene glycol derivatives represented by the following formu-
las:

HO(CH,CH,0),H
HO[CH,CH(CH;)O],H
CH;0(CH,CH,0),H
CH;0[CH,CH(CH;)0] ,H
CH,0(CH,CH,0),CH,
CH,;0[CH,CH(CH;)0],CH,

CoH ;oPhO(CH,CH,0), [CH(CH;)0],CHj
(Ph represents a phenyl group)
CH,0[CH,CH(CH;)0],CO[OCH(CH3)CH,],0CH;

In the above formulas, a to f each represent an integer from
5 to 250; g to j each represent an integer from 2 to 249;
5=g+h=250; and 5=i+j<250.

[Compound Represented by Formula (X)]

The non-aqueous electrolyte solution of the invention may
contain a compound represented by formula (X). An embodi-
ment that the non-aqueous electrolyte solution of the inven-
tion contains a compound represented by formula (X) is pref-
erable from the viewpoint of forming a passivation film of the
negative electrode surface.

pe o
X
v2 O

In formula (X), Y* and Y* each independently represent a
hydrogen atom, a methyl group, an ethyl group, or a propyl
group.

Examples of the compound represented by formula (X)
include vinylene carbonate, methylvinylene carbonate, eth-
ylvinylene carbonate, propylvinylene carbonate, dimethylvi-
nylene carbonate, diethylvinylene carbonate, and dipropylvi-
nylene carbonate. Among these, vinylene carbonate is most
preferred.

When the non-aqueous electrolyte solution of the invention
contains the compound represented by formula (X), the non-
aqueous electrolyte solution of the invention may contain
only one kind of the compound represented by formula (X),
or may contain two or more kinds thereof.

The content (if two or more kinds are included, the total
content) of the compound represented by formula (X) can be
appropriately selected in accordance with the purpose, but the
content is preferably 0.001 mass % to 10 mass %, and more
preferably 0.05 mass % to 5 mass %, relative to the total mass
of the non-aqueous electrolyte solution.

[Compound Represented by Formula (XI)]

The non-aqueous electrolyte solution related to the inven-
tion may contain a compound represented by formula (XI).
An embodiment that the non-aqueous electrolyte solution of
the invention contains a compound represented by formula

)
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(XD)is preferable from the viewpoint of forming a passivation
film of the negative electrode surface.

X 1
X2 o
0
X3
e)
X4

In formula (XI), X', X*, X® and X* each independently
represent a hydrogen atom, a fluorine atom, a chlorine atom,
or an alkyl group having from 1 to 3 carbon atoms which may
be substituted with a fluorine atom, provided that X* to X* are
not both hydrogen atoms at the same time.

In formula (XI), examples of the alkyl group having from 1
to 3 carbon atoms which may be substituted with a fluorine
atom as represented by X' to X* include fluoromethyl, dif-
luoromethyl, triftuoromethyl, pentaffuoroethyl, and hep-
tafluoropropyl.

Regarding the compound represented by formula (XI),
known compounds can be used, and examples thereof include
fluorinated ethylene carbonates in which 1 to 4 hydrogen
atoms of ethylene carbonate are substituted by fluorine atoms,
such as 4-fluoroethylene carbonate, 4,4-difluoroethylene car-
bonate, 4,5-difluoroethylene carbonate, 4,4,5-trifluoroethyl-
ene carbonate, and 4.4,5,5-tetrafluoroethylene carbonate.
Among these, 4,5-difluoroethylene carbonate and 4-fluoroet-
hylene carbonate are most preferred.

When the non-aqueous electrolyte solution of the invention
contains the compound represented by the formula (XI), the
non-aqueous electrolyte solution of the invention may con-
tain only one kind of the compound represented by formula
(XI), or may contain two or more kinds thereof.

The content (if two or more kinds are included, the total
content) of the compound represented by formula (XI) can be
appropriately selected in accordance with the purpose, but the
content is preferably 0.001 mass % to 10 mass %, and more
preferably 0.05 mass % to 5 mass %, relative to the total mass
of the non-aqueous electrolyte solution.

[Electrolyte]

In the non-aqueous electrolyte solution of the invention,
various electrolytes can be used, and usually, any electrolyte
which is used as an electrolyte for non-aqueous electrolyte
solutions can be used.

Regarding the electrolyte for the non-aqueous electrolyte
solution of the invention, at least one of the electrolyte com-
pound represented by formula (V) or lithium difluorophos-
phate may be used; another electrolyte having a structure that
is different from the structures of the electrolyte compound
represented by formula (V) or lithium diffuorophosphate
(hereinafter, also simply referred to as “other electrolyte™)
may be used; or at least one of the electrolyte compound
represented by formula (V) or lithium difluorophosphate and
another electrolyte may be used in combination.

Particularly, when the non-aqueous electrolyte solution of
the invention contains at least one of the electrolyte com-
pound represented by formula (V) or lithium difluorophos-
phate and another electrolyte, electrical conductivity which is
a fundamental performance of an electrolyte for conventional
non-aqueous electrolyte solutions is retained, and also, the
battery performance (particularly, the low temperature dis-
charge characteristics of the battery in the early stage and
during storage in a charged state) is also further enhanced.
Furthermore, when at least one of the electrolyte compound

XD
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represented by formula (V), lithium difluorophosphate, or the
other electrolyte contains lithium ions, the relevant com-
pound serves as a stable supply source of lithium ions.

Specific examples of the other electrolyte include tet-
raalkylammonium  salts such as  (C,H;),NPF,,
(CH).NBE,,  (GH)NCIO,,  (C,H).NAsF,,
(C,H3),N,SiF g, (C,Hs),NOSO,C,F 5, 1y (k=an integer from
1 to 8), and (C,H;),NPF, [C,F 5, 1y](s_,,, (n=an integer from
11to 5, and k=an integer from 1 to 8); and lithium salts such as
LiPFg, LiBF,, LiClO,, LiAsFs, Li,SiFs, LIOSO,CF o1, 1y
(k=an integer from 1 to 8), and LiPF [C;F 51, )]s,y (n=an
integer from 1 to 5, and k=an integer from 1 to 8). Further-
more, lithium salts represented by the following formula can
also be used:

LiC(SO,R7)(SO,R®*)(SO,R?), LiIN(SO,0OR'*)(SO,0R"),
and LiN(SO,R**)(SO,R*?) (wherein R” to R'®> may be iden-
tical with or different from each other, and each represent a
perfluoroalkyl group having from 1 to 8 carbon atoms). These
electrolytes may be used singly, or two or more kinds may be
used as mixtures.

Among these, lithium salts in particular are preferred, and
LiPF¢, LiBF,, LiOSO,C,F .,y (k=an integer from 1 to 8),
LiClO,, LiAsFg, LINSO,[C,F 54, 13]» (k=an integer from 1 to
8), and LiPF, [C,F 54, 1y] s,y (n=an integer from 1 to 5, and
k=an integer from 1 to 8) are preferred.

An electrolyte is generally preferably included in the non-
aqueous electrolyte at a concentration of 0.1 mol/L. to 3 mol/
L, and preferably 0.5 mol/L. to 2 mol/L.

In regard to the non-aqueous electrolyte solution of the
invention, in the case of using a cyclic carboxylic acid ester
such as y-butyrolactone in combination as the non-aqueous
solvent, the non-aqueous electrolyte solution preferably con-
tains LiPF; in particular. Since LiPF has a high degree of
dissociation, LiPF can increase the conductivity of the elec-
trolyte solution, and also has an action of suppressing the
reductive decomposition reaction of the electrolyte solution
on the negative electrode. LiPF ¢ may be used alone, or LiPF
and another electrolyte may be used together. Regarding the
other electrolyte, any electrolytes that are conventionally
used as electrolytes for non-aqueous electrolyte solutions can
all be used; however, among the specific examples of lithium
salts described above, a lithium salt other than LiPF is pre-
ferred.

Specific examples thereof include LiPFg with LiBF,,
LiPFy with LiN[SO,C,F 5, ,], (k=an integer from 1 to 8),
LiPF with LiBF, and LiN[SO,C,F ,,, ;)] (k=an integer from
1to 8).

The proportion of LiPF included in the lithium salts is
preferably 1 mass % to 100 mass %, preferably 10 mass % to
100 mass %, and more preferably 50 mass % to 100 mass %.
Such an electrolyte is preferably included in the non-aqueous
electrolyte solution at a concentration of 0.1 mol/L to 3 mol/
L, and preferably 0.5 mol/L. to 2 mol/L.

The non-aqueous electrolyte solution of the invention is
not only suitable as a non-aqueous electrolyte solution for
lithium secondary batteries, but can also be used as a non-
aqueous electrolyte solution for primary batteries, a non-
aqueous electrolyte solution for electrochemical capacitors,
or an electrolyte solution for electric double layer capacitors
or aluminum electrolytic capacitors.

<Lithium Secondary Battery>

The lithium secondary battery of the invention is consti-
tuted to basically include a negative electrode, a positive
electrode, and the non-aqueous electrolyte solution of the
invention, and usually, a separator is provided between the
negative electrode and the positive electrode.
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(Negative Electrode)

As the negative electrode active material that constitutes
the negative electrode, at least one selected from metal
lithium, a lithium-containing alloy, a metal or alloy capable of
alloying with lithium, an oxide capable of doping and dedop-
ing of lithium ions, transition metal nitrides capable of doping
and dedoping of lithium ions, and a carbon material capable
of doping and dedoping of lithium ions (these may be used
singly, or mixtures including two or more kinds of these may
also be used) can be used.

Examples of the metal or alloy capable of alloying with
lithium (or lithium ions) include silicon, a silicon alloy, tin,
and a tin alloy. Furthermore, lithium titanate is also accept-
able.

Among these, a carbon material capable of doping and
dedoping of lithium ions is preferred. Examples of such a
carbon material include carbon black, activated carbon, a
graphite material (artificial graphite or natural graphite), and
an amorphous carbon material. The form of the carbon mate-
rial may be any of a fibrous form, a spherical form, a potato
form and a flake form.

Specific examples of the amorphous carbon material
include hard carbon, cokes, mesocarbon microbeads
(MCMB) calcined at or below 1500° C., and mesophase pitch
carbon fibers (MCF).

Examples of the graphite material include natural graphite
and artificial graphite. Regarding the artificial graphite,
graphitized MCMB, graphitized MCF, and the like are used.
Furthermore, compounds containing boron can also be used
as the graphite material. Also, as the graphite material, a
graphite material coated with a metal such as gold, platinum,
silver, copper or tin; a graphite material coated with an amor-
phous carbon; or amixture of amorphous carbon and graphite
can also be used.

These carbon materials may be used singly, or two or more
kinds may also be used as mixtures.

The carbon material is particularly preferably a carbon
material in which the interplanar spacing d(002) of the (002)
plane measured by an X-ray analysis is 0.340 nm or less.
Furthermore, the carbon material is also preferably a graphite
having a true density of 1.70 g/cm® or greater, or a highly
crystalline carbon material having properties close thereto.
When a carbon material such as described above is used, the
energy density of the battery can be further increased.

(Positive Electrode)

Examples of the positive electrode active material that
constitutes the positive electrode include transition metal
oxides or transition metal sulfides, such as MoS,, TiS,,
MnO,, and V,05; composite oxides composed of lithium and
transition metals, such as LiCoO,, LiMnO,, LiMn,O,,
LiNiO,, LiNiyCo,_y0, [0<X<1], and LiFePO,; and electro-
conductive polymer materials such as polyaniline, poly-
thiophene, polypyrrole, polyacetylene, polyacene, dimercap-
tothiadiazole, and a polyaniline composite. Among these,
composite oxides composed of lithium and transition metals
are particularly preferred. When the negative electrode is
formed of lithium metal or a lithium alloy, a carbon material
can be used as the positive electrode. Also, a mixture of a
composite oxide of lithium and a transition metal with a
carbon material can be used as the positive electrode.

The positive electrode active materials described above
may be used singly, or two or more kinds may also be used as
mixtures. If the positive electrode active material has insuffi-
cient electroconductivity, the positive electrode can be con-
structed by using the positive electrode active material
together with an electroconductive aid. Examples of the elec-
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troconductive aid include carbon materials such as carbon
black, amorphous whiskers, and graphite.

(Separator)

The separator is a membrane which electrically insulates
the positive electrode and the negative electrode, and trans-
mits lithium ions, and examples thereof include a porous film
and a polymer electrolyte.

As the porous film, a finely porous polymer film is suitably
used, and examples of materials of the porous film include
polyolefins, polyimides, polyvinylidene fluoride, and polyes-
ters.

Particularly, porous polyolefins are preferred, and specific
examples thereof include a porous polyethylene film, a
porous polypropylene film, and a multilayer film of a porous
polyethylene film and a porous polypropylene film. A porous
polyolefin film may also have another resin with excellent
thermal stability coated thereon.

Examples of the polymer electrolyte include a polymer
having a lithium salt dissolved therein, and a polymer swollen
with an electrolyte solution.

The non-aqueous electrolyte solution of the invention may
also be used for the purpose of obtaining a polymer electro-
lyte by swelling a polymer.

(Configuration of Battery)

The lithium secondary battery of the invention includes the
negative electrode active material, positive electrode active
material, and separator described above.

The lithium secondary battery of the invention can adopt
various known shapes, and the lithium secondary battery can
be formed into a cylindrical shape, a coin shape, a rectangular
shape, a film shape, and any other shapes. However, the basic
structure of the battery is the same irrespective of the shape,
and modifications in design can be applied in accordance with
the purpose.

An example of the non-aqueous electrolyte secondary bat-
tery of the invention may be a coin cell as illustrated in FIG.
1.

In the coin cell illustrated in FIG. 1, a disc-shaped negative
electrode 2, a separator 5 in which a non-aqueous electrolyte
solution obtained by dissolving an electrolyte in a non-aque-
ous solvent has been injected, a disc-shaped positive elec-
trode 1, and optionally, spacer plates 7 and 8 made of'stainless
steel, aluminum or the like, which are laminated in this order,
are accommodated between a positive electrode can 3 (here-
inafter, also referred to as a “battery can”) and a sealing plate
4 (hereinafter, also referred to as a “battery can 1id”). The
positive electrode can 3 and the sealing plate 4 are sealed by
caulking with a gasket 6.

Meanwhile, the lithium secondary battery of the invention
may be a lithium secondary battery obtained by charging and
discharging a lithium secondary battery (a lithium secondary
battery before being charged and discharged) which includes
a negative electrode, a positive electrode, and the non-aque-
ous electrolyte solution of the invention.

That is, the lithium secondary battery of the invention may
be a lithium secondary battery (a lithium secondary battery
that has been charged and discharged) obtained by first pro-
ducing a lithium secondary battery before being charged and
discharged, which includes a negative electrode, a positive
electrode and the non-aqueous electrolyte solution of the
invention, and subsequently charging and discharging one or
more times the lithium secondary battery before being
charged and discharged.

There are no particular limitations on the use of the non-
aqueous electrolyte solution of the embodiments of the inven-
tion, and of a lithium secondary battery using the non-aque-
ous electrolyte solution, and the electrolyte solution and the
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secondary battery can be used in various known applications.
For example, the electrolyte solution and the secondary bat-
tery can be widely utilized in small-sized portable devices as
well as in large-sized devices, such as notebook computers,
mobile computers, mobile telephones, headphone stereos,
video movie cameras, liquid crystal television sets, handy
cleaners, electronic organizers, calculators, radios, back-up
power supply applications, motors, automobiles, electric
cars, motorcycles, electric motorcycles, bicycles, electric
bicycles, illuminating devices, game players, time pieces,
electric tools, and cameras.

EXAMPLES

Hereinafter, the present invention will be more specifically
described by way of Examples, but the invention is not
intended to be limited to these Examples. Meanwhile, in the
following Examples, the unit “%” indicates mass %.

Hereinafter, Synthesis Examples of cyclic sulfate com-
pounds represented by formula (I) will be described.

Synthesis Example 1

Synthesis of 4-methylsulfonyloxymethyl-2,2-dioxo-
1,3,2-dioxathiolane (exemplary compound 1)

(Step 1)

47.0 g (85% yield) of 4-hydroxymethyl-2-oxo0-1,3,2-diox-
athiolane was obtained from glycerol (36.8 g) and thionyl
chloride (47.6 g) according to the method described in Tetra-
hedron: Asymmetry, 1999, vol. 10 (24), p. 4755-4762.

(Step 2)

4-Hydroxymethyl-2-ox0-1,3,2-dioxathiolane (6.91 g, 50.0
mol) thus obtained was dissolved in tetrahydrofuran (140 ml),
and under ice cooling, triethylamine (13.9 ml, 100 mmol) and
methanesulfonyl chloride (4.3 ml, 55 mmol) were added
thereto. The mixture was stirred for 3 hours. Water was
poured into the reaction mixture, and the mixture was
extracted with ethyl acetate. The extract was washed with a
dilute aqueous hydrochloric acid solution and saturated brine,
subsequently dried over anhydrous magnesium sulfate, and
concentrated. The residue was purified by silica gel chroma-
tography (elution solvent: hexane/ethyl acetate=2/3), and
thus 4-methylsulfonyloxymethyl-2-oxo-1,3,2-dioxathiolane
(9.47 g, 88% yield) was obtained.

The NMR analysis results for the compound were as fol-
lows.

'"H-NMR (270 MHz, CDCl,) 8(ppm): 5.23-5.16 (0.6H, m),
4.85-4.79 (1.0H, m), 4.64-4.31 (3.4H, m), 3.11 (1.2H,$), 3.09
(1.8H,9)

(Step 3)

Sodium periodate (11.2 g, 52.3 mmol) and ruthenium
trichloride (0.45 g, 2.2 mmol) were added to a mixture of
acetonitrile (90 ml) and water (10 ml), and an acetonitrile
solution (20 ml) of 4-methylsulfonyloxymethyl-2-oxo0-1,3,2-
dioxathiolane (9.42 g, 43.6 mmol) was added dropwise
thereto at room temperature. The mixture was stirred for 3
hours at room temperature, subsequently 2-propanol (1 ml)
was added to the reaction mixture, and the resulting mixture
was stirred for one hour. The reaction mixture was diluted
with ethyl acetate (300 ml), subsequently dried over anhy-
drous magnesium sulfate, and concentrated. The residue was
purified by silica gel chromatography (elution solvent: hex-
ane/ethyl acetate=1/1), and thus an exemplary compound 1
(5.96 g, 59% yield) was obtained.
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The NMR analysis results for the exemplary compound 1
were as follows.

'H-NMR (270 MHz, CDCL,) 8(ppm): 5.23-5.15 (1H, m),
4.83 (1H, dd, J=9.3, 6.9), 4.66 (1H, dd, I=9.3, 5.9), 4.57 (1H,
dd, J=12.5, 4.3), 4.47 (1H, dd, J=12.5, 4.6), 3.15 (3H, s).

Synthesis Example 2

Synthesis of 4-ethylsulfonyloxymethyl-2,2-dioxo-1,
3,2-dioxathiolane (exemplary compound 2)

The same operation as that carried out for the synthesis of
the exemplary compound 1 was carried out, except that in the
Step 2 for the synthesis of the exemplary compound 1, meth-
anesulfonyl chloride was changed to ethanesulfonyl chloride,
and thus an exemplary compound 2 (3.37 g, 63% yield) was
obtained.

The NMR analysis results for the exemplary compound 2
were as follows.

'H-NMR (270 MHz, CDCl,) 3(ppm): 5.23-5.16 (1H, m),
4.83 (1H, dd, J=9.2, 6.6), 4.65 (1H, ]=9.2, 5.9), 4.52 (1H, dd,
J=12.5,4.0), 4.47 (1H, dd, J=12.5, 4.0), 3.26 (2H, q, I=7.6),
1.48 (3H, t, J=7.6)

Synthesis Example 3

Synthesis of bis((2,2-dioxo-1,3,2-dioxathiolane-4-y1)
methyl) sulfate (exemplary compound 16)

(Step 1)

The same operation as that carried out in Step 1 for the
synthesis of the exemplary compound 1 was carried out, and
thus  4-hydroxymethyl-2-ox0-1,3,2-dioxathiolane ~ was
obtained.

(Step 2)

4-Hydroxymethyl-2-ox0-1,3,2-dioxathiolane (2.40 g, 17.4
mol) obtained in Step 1 was dissolved in methylene chloride
(50 ml), and under ice cooling, triethylamine (3.6 ml, 26
mmol) and thionyl chloride (0.89 ml, 8.7 mmol) were added
thereto. The mixture was stirred for 18 hours. Water was
poured into the reaction mixture, and the mixture was
extracted with methylene chloride. The extract was washed
with a dilute aqueous hydrochloric acid solution and satu-
rated brine, subsequently dried over anhydrous magnesium
sulfate, and concentrated. The residue was purified by silica
gel chromatography (elution solvent: hexane/ethyl acetate
system), and thus bis((2-ox0-1,3,2-dioxathiolan-4-yl)me-
thyl) sulfate (2.33 g, 83% yield) was obtained.

The NMR analysis results for the compound were as fol-
lows.

'H-NMR (270 MHz, CDCL,) §(ppm): 5.17-5.12 (1.2H, m),
4.83-4.74 (2H, m), 4.62-4.58 (1.4H, m), 4.45-4.30 (2.7H, m),
4.26-4.03 (2.6H, m).

(Step 3)

Sodium periodate (5.26 g, 24.6 mmol) and ruthenium
trichloride (0.15 g, 0.72 mmol) were added to a mixture of
acetonitrile (45 ml) and water (5 ml), and an acetonitrile
solution (4 ml) of bis((2-ox0-1,3,2-dioxathiolan-4-yl)me-
thyl) sulfate (2.33 g, 7.23 mmol) was added dropwise thereto
at room temperature. The mixture was stirred for 3 hours at
room temperature, subsequently 2-propanol (3 ml) was added
to the reaction mixture, and the resulting mixture was stirred
for one hour. The reaction mixture was diluted with ethyl
acetate (100 ml), subsequently dried over anhydrous magne-
sium sulfate, and concentrated.
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The residue was purified by silica gel chromatography
(elution solvent: hexane/ethyl acetate=1/1), and thus an
exemplary compound 16 (1.88 g, 77% yield) was obtained.

The NMR analysis results for the exemplary compound 16
were as follows.

'"H-NMR (270 MHz, CDCl,) 8(ppm): 5.66-5.58 (2H, m),
5.10 (2H, dd, J=9.5,7.2), 4.93-4.86 (4H, m), 4.81-4.75 (2H,
m).

Synthesis Example 4

Synthesis of 1,2:3,4-di-O-sulfanyl-meso-erythritol
(exemplary compound 22a)

(Step 1)

10.53 g (98% yield) of di-O-sulfinyl-meso-erythritol was
obtained from meso-erythritol (6.11 g) and thionyl chloride
(14.88 g) according to the method of Step 1 of Synthesis
Example 1.

(Step 2)

Sodium periodate (69.50 g, 325 mmol) and ruthenium
trichloride (2.72 g, 13.1 mmol) were added to a mixture of
acetonitrile (580 ml) and water (70 ml), and an acetonitrile
solution (100 ml) of di-O-sulfinyl-meso-erythritol (28.0 g,
130.9 mmol) obtained as described above was added drop-
wise thereto at room temperature. The mixture was stirred for
3 hours at room temperature, subsequently 2-propanol (10
ml) was added to the reaction mixture, and the resulting
mixture was stirred for one hour. The reaction mixture was
diluted with ethyl acetate (500 ml), subsequently dried over
anhydrous magnesium sulfate, and concentrated. The residue
was purified by silica gel chromatography (elution solvent:
hexane/ethyl acetate=1/1), and then crystals thus obtained
were washed with ethyl acetate (100 ml). The mixture was
filtered and then dried under reduced pressure, and thus an
exemplary compound 22a (8.47 g, 26% yield) was obtained.

The NMR analysis results for the exemplary compound
22a were as follows.

'H-NMR (270 MHz, acetone-d,) d(ppm): 5.76-5.69 (1H,
m), 5.26-5.18 (1H, m), 5.10-5.00 (1H, m).

Synthesis Example 5

Synthesis of 1,2:3,4-di-O-sulfanyl-D,L-threitol
(exemplary compound 22b)

(Step 1)

Imidazole (43.2 g, 635 mmol) was dissolved in tetrahydro-
furan (100 ml), and under ice cooling, thionyl chloride (23.5
g, 199 mmol) was added thereto. The reaction mixture was
stirred for 3 hours at room temperature, and then the salt thus
produced was separated by filtration. Thus, a sulfinyldiimi-
dazole solution was obtained.

In a separate flask, the sulfinyldiimidazole solution
obtained as described above was added dropwise, under ice
cooling, to a mixture of DL-threitol (10.0 g, 79.4 mmol) and
tetrahydrofuran (50 ml). The temperature was raised to room
temperature, and the mixture was stirred for 3 hours. The
reaction mixture was poured into water, and the mixture was
extracted with ethyl acetate. The extract was washed with a
dilute aqueous hydrochloric acid solution and saturated brine,
and was dried over anhydrous magnesium sulfate. The solu-
tion was concentrated, and 17.56 g of di-O-sulfinyl-D,L-
threitol was obtained as a crude product.

(Step 2)

Sodium periodate (40.76 g, 190 mmol) and ruthenium
trichloride (1.65 g, 7.9 mmol) were added to a mixture of
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acetonitrile (170 ml) and water (17 ml), and an acetonitrile
solution (35 ml) of di-O-sulfinyl-D,L-threitol (17.56 g, 79.4
mmol) obtained as described above was added dropwise
thereto at room temperature. The mixture was stirred for 3
hours at room temperature, subsequently 2-propanol (10 ml)
was added to the reaction mixture, and the resulting mixture
was stirred for one hour. The reaction mixture was diluted
with ethyl acetate (200 ml), subsequently dried over anhy-
drous magnesium sulfate, and concentrated. The residue was
purified by silica gel chromatography (elution solvent: hex-
ane/ethyl acetate=1/1), and then crystals thus obtained were
washed with ethyl acetate (50 ml). The mixture was filtered
and then dried under reduced pressure, and thus an exemplary
compound 22b (6.55 g, 34% yield) was obtained.

The NMR analysis results for the exemplary compound
22b were as follows.

'H-NMR (270 MHz, acetone-d,) d(ppm): 5.72-5.65 (1H,
m), 5.22-5.14 (1H, m), 5.04-4.96 (1H, m).

Thus, synthesis examples for the exemplary compound 1,
exemplary compound 2, exemplary compound 16, exemplary
compound 22a and exemplary compound 22b have been
described as the synthesis examples for the cyclic sulfate
compounds represented by formula (I). However, other cyclic
sulfate compounds represented by formula (I) can also be
synthesized by the same methods as those used in the Syn-
thesis Examples described above.

Example 1-1

A lithium secondary battery was prepared by the following
procedure.

Preparation of Negative Electrode

20 parts by mass of artificial graphite, 80 parts by mass of
natural graphite-based graphite, 1 part by mass of carboxym-
ethyl cellulose, and 2 parts by mass of a SBR latex were
kneaded in water solvent, and thus a negative electrode mix-
ture slurry in a paste form was prepared.

Next, this negative electrode mixture slurry was applied on
a strip-shaped negative electrode current collector made of a
copper foil having a thickness of 18 um, and the slurry was
dried. Subsequently, the assembly was compressed with aroll
press, and thus a sheet-like negative electrode composed of a
negative electrode current collector and a negative electrode
active material layer was obtained. The coating density of the
negative electrode active material layer in this case was 10
mg/cm?, and the packing density was 1.5 g/ml.

Preparation of Positive Electrode

90 parts by mass of LiCoO,, 5 parts by mass of acetylene
black, and 5 parts by mass of polyvinylidene fluoride were
kneaded in N-methylpyrrolidinone as a solvent, and thus a
positive electrode mixture slurry in a paste form was pre-
pared.

Next, this positive electrode mixture slurry was applied on
a strip-shaped positive electrode current collector made of an
aluminum foil having a thickness of 20 pum, and the slurry was
dried. Subsequently, the assembly was compressed with aroll
press, and thus a sheet-like positive electrode composed of a
positive electrode current collector and a positive electrode
active material layer was obtained. The coating density of the
positive electrode active material layer in this case was 30
mg/cm?, and the packing density was 2.5 g/ml.

Preparation of Non-Aqueous Electrolyte Solution

In a mixture of ethylene carbonate (EC), dimethyl carbon-
ate (DMC) and methyl ethyl carbonate (EMC) at proportions
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o1 34:33:33 (mass ratio) as a non-aqueous solvent, LiPF as
an electrolyte was dissolved such that the electrolyte concen-
tration in the finally obtainable non-aqueous electrolyte solu-
tion would be 1 mol/liter.

To the solution thus obtained, the cyclic sulfate compound
[exemplary compound 1] obtained in Synthesis Example 1
was added as an additive such that the content relative to the
total mass of the non-aqueous electrolyte solution would be
0.5 mass %, and thus a non-aqueous electrolyte solution was
obtained.

Preparation of Coin Cell

The negative electrode described above was punched into a
disc form having a diameter of 14 mm, while the positive
electrode described above was punched into a disc form hav-
ing a diameter of 13 mm, and thus coin-shaped electrodes (a
negative electrode and a positive electrode) were obtained.
Furthermore, a finely porous polyethylene film having a
thickness of 20 um was punched into a disc form having a
diameter of 17 mm, and thus a separator was obtained.

The coin-shaped negative electrode, the separator and the
coin-shaped positive electrode thus obtained were laminated
in this order inside a battery can (size 2032) made of stainless
steel, and 20 pl of a non-aqueous electrolyte solution was
injected therein to impregnate the separator, the positive elec-
trode, and the negative electrode.

Furthermore, an aluminum plate (thickness: 1.2 mm, diam-
eter: 16 mm) and a spring were mounted on the positive
electrode, a gasket made of polypropylene was inserted, and
the battery was sealed by caulking with the battery can lid.
Thus, a coin type lithium secondary battery (hereinafter, may
be referred to as a “coin cell” or a “test battery”) having a
diameter of 20 mm and a height of 3.2 mm and having the
configuration illustrated in FI1G. 1 was prepared.

The coin cell (a test battery) thus obtained was subjected to
an evaluation of charge-discharge characteristics and the
measurement of open circuit voltage.

[Evaluation Method]

<Evaluation of Charge-Discharge Characteristics of Bat-
tery>

A test battery was subjected to a cycle of charging at a
constant current of 1 mA and a constant voltage of4.2Vina
constant temperature chamber at 25° C., and discharging to
2.85V ata constant current of 1 mA in this constant tempera-
ture chamber at 25° C., for 10 cycles. At that time, initial
charge-discharge efficiency was calculated from the charge
capacity [mAh] and the discharge capacity [mAh] of the first
cycle, by the following formula.

The results thus obtained are presented in Table 1.

Initial charge—discharge efficiency[%]=Discharge
capacity of first cycle [mAh]/charge capacity of
first cycle [mAh]x100[%]

Furthermore, the coin cell was charged at a constant volt-
age 0f 4.2V, and the charged coin cell was stored in a constant
temperature chamber at 80° C. for 3 days (hereinafter, this
operation will be referred to as a “high temperature storage
test”). Subsequently, the discharge capacity [mAh] after the
high temperature storage test was measured by the same
method as that used for initial discharge capacity, and the
capacity retention after the high temperature storage test was
calculated by the following formula.

The results thus obtained are presented in Table 1.

Capacity retention[%] after high storage temperature
test=Discharge capacity [mAh] after high tem-

perature storage test/discharge capacity of first
cycle [mAh]x100
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<Measurement of Open Circuit Voltage of Battery>

The open circuit voltage after the high temperature storage
test was measured, and the open circuit voltage deterioration
degree was calculated by the following formula.

The open circuit voltage deterioration degree thus obtained
was compared with the open circuit voltage deterioration
degree of [Comparative Example 1-1] that will be described
below, with the latter open circuit voltage deterioration
degree being defined as 100.

Table 1 indicates the open circuit voltage deterioration
degree (relative values) obtained relative to the open circuit
voltage deterioration degree of [Comparative Example 1-1]
which was taken as 100.

Open circuit voltage deterioration degree[%]=(4.2—
open circuit voltage after high temperature stor-
age test [V])/4.2x100[%]

Example 1-2

A coin cell was obtained in the same manner as in Example
1-1, except that the amount of addition of the cyclic sulfate
compound [exemplary compound 1] used in the preparation
of the non-aqueous electrolyte solution was changed such
that the content relative to the total mass of the non-aqueous
electrolyte solution would be 0.2 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-3

A coin cell was obtained in the same manner as in Example
1-1, except that the amount of addition of the cyclic sulfate
compound [exemplary compound 1] used in the preparation
of the non-aqueous electrolyte solution was changed such
that the content relative to the total mass of the non-aqueous
electrolyte solution would be 1.0 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-4

A coin cell was obtained in the same manner as in Example
1-1, except that the amount of addition of the cyclic sulfate
compound [exemplary compound 1] used in the preparation
of the non-aqueous electrolyte solution was changed such
that the content relative to the total mass of the non-aqueous
electrolyte solution would be 1.5 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-5

A coin cell was obtained in the same manner as in Example
1-1, except that the [exemplary compound 2] was added
instead of the cyclic sulfate compound [exemplary compound
1] used in the preparation of the non-aqueous electrolyte
solution such that the content relative to the total mass of the
non-aqueous electrolyte solution would be 0.5 mass %.
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The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-6

A coin cell was obtained in the same manner as in Example
1-1, except that the [exemplary compound 16] was added
instead of'the cyclic sulfate compound [exemplary compound
1] used in the preparation of the non-aqueous electrolyte
solution such that the content relative to the total mass of the
non-aqueous electrolyte solution would be 0.5 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-7

A coin cell was obtained in the same manner as in Example
1-1, except that the [exemplary compound 22a] was added
instead of'the cyclic sulfate compound [exemplary compound
1] used in the preparation of the non-aqueous electrolyte
solution such that the content relative to the total mass of the
non-aqueous electrolyte solution would be 0.5 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-8

A coin cell was obtained in the same manner as in Example
1-7, except that the amount of addition of the cyclic sulfate
compound [exemplary compound 22a] used in the prepara-
tion of the non-aqueous electrolyte solution such that the
content relative to the total mass of the non-aqueous electro-
lyte solution would be 0.2 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-9

A coin cell was obtained in the same manner as in Example
1-7, except that the amount of addition of the cyclic sulfate
compound [exemplary compound 22a] used in the prepara-
tion of the non-aqueous electrolyte solution such that the
content relative to the total mass of the non-aqueous electro-
lyte solution would be 1.0 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-10
A coin cell was obtained in the same manner as in Example

1-7, except that the amount of addition of the cyclic sulfate
compound [exemplary compound 22a] used in the prepara-
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tion of the non-aqueous electrolyte solution such that the
content relative to the total mass of the non-aqueous electro-
lyte solution would be 1.5 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-11

A coin cell was obtained in the same manner as in Example
1-7, except that the amount of addition of the cyclic sulfate
compound [exemplary compound 22a] used in the prepara-
tion of the non-aqueous electrolyte solution such that the
content relative to the total mass of the non-aqueous electro-
lyte solution would be 2.0 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Example 1-12

A coin cell was obtained in the same manner as in Example
1-1, except that the [exemplary compound 22b] was added
instead of the cyclic sulfate compound [exemplary compound
1] used in the preparation of the non-aqueous electrolyte
solution such that the content relative to the total mass of the
non-aqueous electrolyte solution would be 0.5 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Comparative Example 1-1

A coin cell was obtained in the same manner as in Example
1-1, except that the cyclic sulfate compound [exemplary com-
pound 1] used in the preparation of the non-aqueous electro-
lyte solution was not added.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Comparative Example 1-2

A coin cell was obtained in the same manner as in Example
1-1, except that the following comparative compound 1 was
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added as the cyclic sulfate instead of the cyclic sulfate com-
pound [exemplary compound 1] used in the preparation of the
non-aqueous electrolyte solution such that the content rela-
tive to the total mass of the non-aqueous electrolyte solution
would be 0.5 mass %. The comparative compound 1 is a
cyclic sulfate compound which is not included in the scope of
the invention (hereinafter, also referred to as a “comparative
cyclic sulfate compound™).

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Comparative Compound 1

Comparative Example 1-3

A coin cell was obtained in the same manner as in Example
1-1, except that a comparative compound 2 was added as the
cyclic sulfate instead of the cyclic sulfate compound [exem-
plary compound 1] used in the preparation of the non-aque-
ous electrolyte solution such that the content relative to the
total mass of the non-aqueous electrolyte solution would be
0.5 mass %. The comparative compound 2 is a cyclic sulfate
compound which is not included in the scope of the invention
(a comparative cyclic sulfate compound).

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 1.

Comparative Compound 2

TABLE 1

Additive for non-aqueous

Performance evaluation

electrolyte solution Initial Capacity retention Open circuit
Cyeclic sulfate Content  efficiency after high temperature voltage deterioration
compound (mass %) [%] storage test [%] degree (*1)
Example 1-1 Exemplary 0.5 91 91 89
Example 1-2 compound 1 0.2 91 91 87
Example 1-3 1.0 91 90 88
Example 1-4 1.5 91 90 88
Example 1-5 Exemplary 0.5 92 93 81

compound 2
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Additive for non-aqueous

Performance evaluation

electrolyte solution Initial Capacity retention Open circuit
Cyclic sulfate Content  efficiency after high temperature voltage deterioration
compound (mass %) [%] storage test [%o] degree (*1)
Example 1-6 Exemplary 0.5 91 93 87
compound 16
Example 1-7 Exemplary 0.5 92 90 94
Example 1-8 compound 22a 0.2 92 89 86
Example 1-9 1.0 93 90 87
Example 1-10 1.5 92 91 92
Example 1-11 2.0 93 90 93
Example 1-12  Exemplary 0.5 93 87 82
compound 22b
Comparative None — 91 85 100
Example 1-1
Comparative Comparative 0.5 92 93 148
Example 1-2 compound 1
Comparative Comparative 0.5 91 92 123
Example 1-3 compound 2

(*1) The “open circuit voltage deterioration degree” is a relative value with respectto the open circuit voltage deterioration degree

(%) of Comparative Example 1-1, which is defined as 100.

As indicated in Table 1, in Examples 1-1 to 1-12, initial
efficiency was maintained, and the capacity retention was
improved, while a decrease in the open circuit voltage after
the high temperature storage test was suppressed, as com-
pared with Comparative Example 1-1 that did not contain a
cyclic sulfate compound.

On the other hand, in Comparative Examples 1-2and 1-3 in
which the comparative compounds 1 and 2, which were com-
parative cyclic sulfate compounds, were added, an increase in
the open circuit voltage deterioration degree after the high
temperature storage test was confirmed.

Example 2-1

A lithium secondary battery was prepared by the following
procedure.

Preparation of Negative Electrode

A negative electrode was prepared in the same manner as in
Example 1-1.

Preparation of Positive Electrode

A positive electrode mixture slurry in a paste form was
prepared in the same manner as in Example 1-1, except that
LiMnO, was used instead of LiCoO, of Example 1-1.

Next, this positive electrode mixture slurry was applied on
a strip-shaped positive electrode current collector made of an
aluminum foil having a thickness of 20 pum, and the slurry was
dried. Subsequently, the assembly was compressed with aroll
press, and thus a sheet-like positive electrode composed of a
positive electrode current collector and a positive electrode
active material was obtained. The coating density ofa positive
electrode active material layer in this case was 32 mg/cm?,
and the packing density was 2.7 g/ml.

Preparation of Non-Aqueous Electrolyte Solution

In a mixture of ethylene carbonate (EC), dimethyl carbon-
ate (DMC) and methyl ethyl carbonate (EMC) at proportions
o1 34:33:33 (mass ratio) as a non-aqueous solvent, LiPF as
an electrolyte was dissolved such that the electrolyte concen-
tration in the finally obtainable non-aqueous electrolyte solu-
tion would be 1 mol/liter.
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To the solution thus obtained, the cyclic sulfate compound
[exemplary compound 1] obtained in Synthesis Example 1
described above and vinylene carbonate (VC) were added as
additives such that their contents relative to the total mass of
the non-aqueous electrolyte solution would be respectively
1.0 mass %, and thus a non-aqueous electrolyte solution was
obtained.

Preparation of Coin Cell

A coin cell was prepared in the same manner as in Example
1-1, except that the positive electrode and the non-aqueous
electrolyte solution used in Example 1-1 were changed to the
positive electrode and the non-aqueous electrolyte solution
obtained as described above.

Evaluation of Battery

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
1-1.

The evaluation results are presented in Table 2.

Example 2-2

A coin cell was obtained in the same manner as in Example
2-1, except that the [exemplary compound 22a] was added
instead of'the cyclic sulfate compound [exemplary compound
1] used in the preparation of the non-aqueous electrolyte
solution such that the content relative to the total mass of the
non-aqueous electrolyte solution would be 1.0 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
2-1.

The evaluation results are presented in Table 2.

Comparative Example 2-1

A coin cell was obtained in the same manner as in Example
2-1, except that the cyclic sulfate compound [exemplary com-
pound 1] used in the preparation of the non-aqueous electro-
lyte solution was not added.
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The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
2-1.

The evaluation results are presented in Table 2.

Comparative Example 2-2

A coin cell was obtained in the same manner as in Example

46

the open circuit voltage deterioration degree after the high
temperature storage test was confirmed.

Example 3-1

A lithium secondary battery was prepared by the following
procedure.

Preparation of Negative Electrode

2-1, except that the comparative compound 1 was added as 10 . . .
. . . A negative electrode was prepared in the same manner as in
the cyclic sulfate instead of the cyclic sulfate compound [ex- Example 1-1
emplary compound 1] used in the preparation of the non- P ’
aqueous electrolyte solution such that the content .relative to Preparation of Positive Electrode
the total mass of the non-aqueous electrolyte solution would
be 1.0 mass %. The comparative compqund lis acyclic 15 A positive electrode was prepared in the same manner as in
sulfate compound which is not included in the scope of the Example 2-1.
invention.
The coin cell thus obtained was subjected to an evaluation Preparation of Non-Aqueous Electrolyte Solution
of the charge-discharge characteristics and the measurement
of the open circuit voltage in the same manner as in Example 29 A non-aqueous electrolyte solution was obtained in the
2-1. same manner as in Example 2-1, except that fluoroethylene
The evaluation results are presented in Table 2. carbonate (FEC) was used instead of vinylene carbonate.
Comparative Example 2-3 Preparation of Coin Cell
: s : 2> A coin cell was prepared in the same manner as in Example
A coin cell was obtained in the same manner as in Example 21 b hp p | ) i dp
2-1, except that the comparative compound 2 was added as -1, except that the non-aqueous electrolyte solution used n
. - - Example 2-1 was changed to the non-aqueous electrolyte
the cyclic sulfate instead of the cyclic sulfate compound [ex- : . .
. . solution obtained as described above.
emplary compound 1] used in the preparation of the non- -
lectrol luti b that th tent relative t <Evaluation of Battery>
al?ueou? electro fyLe solution suc la Ei con e? relative 1(01 30 The coin cell thus obtained was subjected to an evaluation
the tota massoo the non-aqueous € ectrolyte so uFlon woul of the charge-discharge characteristics and the measurement
be 1.0 mass %. The comparative compound 2 is a cyclic of the open circuit voltage in the same manner as in Example
sulfate compound which is not included in the scope of the 21,
mvention. ) ) ) The evaluation results are presented in Table 3.
The coin cell thus obtained was subjected to an evaluation 35
of the charge-discharge characteristics and the measurement Example 3-2
of'the open circuit voltage in the same manner as in Example
2-1. A coin type lithium secondary battery was obtained in the
The evaluation results are presented in Table 2. same manner as in Example 3-1, except that the [exemplary
TABLE 2
Additive for non-aqueous electrolyte solution Performance evaluation
Cyclic Capacity retention after Open circuit voltage
sulfate Content  Additiveused  Content Initial high temperature storage deterioration degree
compound (mass %) in combination (mass %) efficiency [%] test [%] (*1)
Example 2-1 Exemplary 1.0 vC 1.0 92 89 80
compound 1
Example 2-2 Exemplary 1.0 vC 1.0 92 86 86
compound 22a
Comparative None — vC 1.0 91 83 92
Example 2-1
Comparative Comparative 1.0 vC 1.0 92 79 107
Example 2-2 compound 1
Comparative Comparative 1.0 vC 1.0 91 77 112
Example 2-3 compound 2
(*1) The “open circuit voltage deterioration degree” is arelative value withrespect to the open circuit voltage deterioration degree (%) of Comparative Example 1-1, which

is defined as 100.

As indicated in Table 2, in Examples 2-1 and 2-2, initial
efficiency was maintained, and the capacity retention was
improved, while a decrease in the open circuit voltage after
the high temperature storage test was suppressed, as com-
pared with Comparative Example 2-1 that did not contain a
cyclic sulfate compound.

On the other hand, in Comparative Examples 2-2 and 2-3 in
which the comparative compounds 1 and 2, which were com-
parative cyclic sulfate compounds, were added, an increase in

60
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compound 22a] was added instead of the cyclic sulfate com-
pound [exemplary compound 1] used in the preparation of the
non-aqueous electrolyte solution such that the content rela-
tive to the total mass of the non-aqueous electrolyte solution
would be 1.0 mass %.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
3-1.

The evaluation results are presented in Table 3.
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Comparative Example 3-1

A coin cell was obtained in the same manner as in Example
3-1, except that the cyclic sulfate compound [exemplary com-
pound 1] used in the preparation of the non-aqueous electro-
lyte solution was not added.

The coin cell thus obtained was subjected to an evaluation
of the charge-discharge characteristics and the measurement
of'the open circuit voltage in the same manner as in Example
3-1.
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the high temperature storage test was suppressed, as com-
pared with Comparative Example 3-1 that did not contain a
cyclic sulfate compound.

On the other hand, in Comparative Examples 3-2 and 3-3 in
which the comparative compounds 1 and 2, which were com-
parative cyclic sulfate compounds, were added, an increase in
the open circuit voltage deterioration degree after the high
temperature storage test was confirmed.

. . 10 Example 4-1
The evaluation results are presented in Table 3.
Comparative Example 3-2 A lithium secondary battery was prepared by the following
procedure.
A coin cell was obtained in the same manner as in Example 15 ) )
3-1, except that the comparative compound 1 was added as Preparation of Negative Electrode
the cyclic sulfate instead of the cyclic sulfate compound [ex-
emplary compound 1] used in the preparation of the non- A negative electrode was prepared in the same manner as in
aqueous electrolyte solution such that the content relative to Example 1-1.
the total mass of the non-aqueous electrolyte solution would 29
be 1.0 mass %. The comparative compound 1 is a cyclic Preparation of Positive Electrode
sulfate compound which is not included in the scope of the
mvention. ) ) ) A positive electrode was prepared in the same manner as in
The coin cell thus obtained was subjected to an evaluation Example 1-1.
of the charge-discharge characteristics and the measurement s
gf lthe open circuit voltage in the same manner as in Example Preparation of Non-Aqueous Electrolyte Solution
The evaluation results are presented in Table 3. . .
P In a mixture of ethylene carbonate (EC), dimethyl carbon-
Comparative Example 3-3 5 ate (DMC) and methyl ethyl carbonate (EMC) at proportions
0f34:33:33 (mass ratio) as a non-aqueous solvent, LiPF as
A coin cell was obtained in the same manner as in Example an electrolyte was dissolved such that the electrolyte concen-
3-1, except that the comparative compound 2 was added as tration in the finally obtainable non-aqueous electrolyte solu-
the cyclic sulfate instead of the cyclic sulfate compound [ex- tion would be 1 mol/liter.
emplary Compound l] used in the preparation of the non- 15 To the solution thus obtained, the CyCliC sulfate Compound
aqueous electrolyte solution such that the content relative to [exemplaw compound 1] obtained in Synthesis Example 1
the total mass of the non-aqueous electrolyte solution would described above, and as an electrolyte compound represented
be 1.0 mass %. The comparative compound 2 is a cyclic b}f formula (Y)s a compounq I epr.esgnted by formula (VIII)
sulfate compound which is not included in the scope of the with M described above being lithium, were added as an
invention. 4o additive such that the contents relative to the total mass of the
The coin cell thus obtained was subjected to an evaluation non-aqueous electrolyte solution would be respectiyely 05
of the charge-discharge characteristics and the measurement ~ mass %, and thus a non-aqueous electrolyte solution was
of'the open circuit voltage in the same manner as in Example obtained.
3-1. Meanwhile, in Table 4 described below, the electrolyte
The evaluation results are presented in Table 3. compound represented by formula (V) is indicated as a “com-
TABLE 3
Additive for non-aqueous electrolyte solution Performance evaluation
Cyclic Capacity retention after Open circuit voltage
sulfate Content  Additiveused  Content Initial high temperature storage deterioration degree
compound (mass %) in combination (mass %) efficiency [%] test [%] *1)
Example 3-1 Exemplary 1.0 FEC 1.0 91 88 87
compound 1
Example 3-2 Exemplary 1.0 FEC 1.0 92 86 89
compound 22a
Comparative None — FEC 1.0 92 76 105
Example 3-1
Comparative Comparative 1.0 FEC 1.0 92 80 114
Example 3-2 compound 1
Comparative Comparative 1.0 FEC 1.0 92 79 126
Example 3-3 compound 2
(*1) The “open circuit voltage deterioration degree” is arelative value withrespect to the open circuit voltage deterioration degree (%) of Comparative Example 1-1, which

is defined as 100.

As indicated in Table 3, in Examples 3-1 and 3-2, initial ¢5 pound of formula (V)”, and a compound represented by for-

efficiency was maintained, and the capacity retention was
improved, while a decrease in the open circuit voltage after

mula (VIII) with M being lithium is indicated as “formula
(VII) (M=Li)".
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Preparation of Coin Cell

A coin cell was prepared in the same manner as in Example
1-1, except that the non-aqueous electrolyte solution used in
Example 1-1 was changed to the non-aqueous electrolyte
solution obtained as described above.

The coin cell (test battery) thus obtained was subjected to
an evaluation as described below.

[Evaluation Method]

<Measurement of Initial Characteristics and Initial Resis-

50

ture chamber at 80° C. (hereinafter, this operation will be
referred to as a “high temperature storage test”). Subse-
quently, the resistance value after the high temperature stor-
age test was measured by the same method as that used for the
initial resistance value (-20° C.) (that is, under the conditions
of'-20° C.), and thus the resistance retention ratio (-20° C.) of
the battery was calculated by the following formula.

The results thus obtained are presented in Table 4.

Storage characteristics, resistance retention ratio (-20°
C.)=(Resistance value [Q] after high temperature storage test/
initial resistance value [Q])/(resistance value [Q] after high

tance Value (-20° C.) of Battery> 0 temperature storage in Comparative Example 1-1/initial

As an evaluation of the initial characteristics of the battery, resistance value [Q2] in Comparative Example 1-1)
the initial resistance value (-20° C.) was measured in the
manner described below. A lower initial resistance value Example 4-2
(-20° C.) is more satisfactory.

Each of the coin type batteries was charged at a constant 1> A coin cell was obtained in the same manner as in Example
voltage of 4.0 V, and then the charged coin cell was cooledto ~ 4-1, except that the [exemplary compound 22a] was added
-20° C. in a constant temperature chamber. The coin cell was instead ofthe cyclic sulfate compound [exemplary compound
discharged at a constant current of 0.2 mA at —20° C., and the 1] used in the preparation of the non-aqueous electrolyte
decrease in potential for 10 seconds from the initiation of solution such that the content relative to the total mass of the
discharge was measured. Thereby, the direct current resis- 20 1on-aqueous electrolyte solution would be 0.5 mass %.
tance [Q2] of the coin cell was measured, and this value was The coin cell thus obtained was subjected to various analy-
defined as the initial resistance value (-20° C.). For the initial ses 11n the same ma(rilpe{railln 4Example 4-1. The evaluation
resistance value (-20° C.) thus obtained, a relative value was results are presented i fable 4.
determined with respect to the initial resistance value of Example 4-3
[Comparative Example 1-1], which was defined as 100. 25

The relative values of the initial resistance value (-20° C.) A coincell btained i .

. coin cell was obtained in the same manner as in Example
are presented in Table 4. . 4-1, except that the [exemplary compound 22b] was added

In r.egard to .the storage che}racter 1stcs of.the battery ; the instead ofthe cyclic sulfate compound [exemplary compound
capacr[y retention, open 01rqu1t Voltage deterioration degree, 1] used in the preparation of the non-aqueous electrolyte
and resistance r etention ratio despr 1bed below were evglu- solution such that the content relative to the total mass of the
ated. Here, as the capacity retention is higher, the retention 30 pon-aqueous electrolyte solution would be 0.5 mass %.
characteristics of the battery are more satisfactory; as the The coin cell thus obtained was subjected to various analy-
open circuit voltage deterioration degree is lower, the reten- ses in the same manner as in Example 4-1. The evaluation
tion characteristics of the battery are more satisfactory; and as results are presented in Table 4.
the resistance retention ratio is lower, the retention character-
istics of the battery are more satisfactory. 35 Comparative Example 1-1

<Measurement of Capacity Retention as Storage Charac-
teristics of Battery> A coin cell of Comparative Example 1-1 was obtained by

The capacity retention of the coin type batteries were mea- the method described above. Meanwhile, the non-aqueous
sured in the same manner as in the case of the “capacity electrolyte solution for Comparative Example 1-1 contained
retention [%)] after high temperature storage test” in Example neither the cyclic sulfate compound represented by formula
1-1. 40 (D) nor the electrolyte compound represented by formula (V).

The results thus obtained are presented in Table 4. The coin cell thus obtained was subjected to various analy-

<Measurement of Open Circuit Voltage Deterioration ses in the same manner as in Example 4-1. The evaluation
Degree as Storage Characteristics of Battery> results are presented in Table 4.

The open circuit voltage deterioration degree of the coin C tive B le 41
type batteries was measured in the same manner as in the case 45 omparative bxample =-

< A S o
toeﬁ,;l,l,einoEp;;nfgizullt_ lV oltage deterioration degree [%] of bat- A coin cell was obtaiped in the same manner as in Example

The results thus obtained are presented in Table 4. 4-1, except that the cyclic sulfate compound [exemplary com-

<Measurement of Resistance Retention Ratio (-20° C.) as pound 1] psed in the preparation of the non-aqueous electro-
Storage Characteristics of Battery> 5, lyte solution was not added.

A coin cell after the measurement of the initial resistance The coin cell thus obtained was subjected to various analy-
value was charged at a constant voltage of 4.2 V, and the ses in the same manner as in Example 4-1. The evaluation
charged coin cell was stored for 3 days in a constant tempera- results are presented in Table 4.

TABLE 4

Additive for non-aqueous electrolyte solution

characteristics

Initial
Storage characteristics

Cyclic Initial resistance value Open circuit voltage Resistance
sulfate Content Compound of Content (=20°C.) Capacity retention deterioration degree retention ratio
compound (mass %) formula (V) (mass %) (*1) [%] (*2) (=20°C.)
Example 4-1 Exemplary 0.5 Formula (VIII) 0.5 95 91 92 0.90
compound 1 M=Li)
Example 4-2 Exemplary 0.5 Formula (VIII) 0.5 92 20 97 0.93
compound M=Li)

22a
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TABLE 4-continued

Initial

Additive for non-aqueous electrolyte solution characteristics Storage characteristics
Cyclic Initial resistance value Open circuit voltage Resistance
sulfate Content Compound of Content (-20°C.) Capacity retention deterioration degree  retention ratio
compound (mass %) formula (V) (mass %) (*1) [%] (*2) (-20°C.)
Example 4-3 Exemplary 0.5 Formula (VIII) 0.5 92 90 97 0.93
compound M=Li)
22b
Comparative None — None — 100 85 100 1.00
Example 1-1
Comparative None — Formula (VIII) 0.5 87 85 106 1.08
Example 4-1 M=Li)

(*1) The “resistance value (-20° C.)” as an initial characteristic is a relative value with respect to the initial resistance value of Comparative Example 1-1, which is defined as 100.
(*2) The “open circuit voltage deterioration degree” as a storage characteristic is a relative value with respect to the open circuit voltage deterioration degree (%) of Comparative Example

1-1, which is defined as 100.

As indicated in Table 4, in Examples 4-1 to 4-3, the low
temperature resistance value as an initial characteristic was
significantly reduced, and the capacity retention, the open
circuit voltage deterioration degree, and the low temperature
resistance retention ratio as storage characteristics were sig-
nificantly improved, as compared with Comparative Example
1-1 that did not contain any additive.

On the other hand, as shown in Comparative Example 4-1,
when only the electrolyte compound represented by formula
(V) was added, it is effective in the reduction of the low
temperature resistance value as an initial characteristic, but
sufficient effects cannot be obtained for the general storage
characteristics.

Example 5-1

A lithium secondary battery was prepared by the following
procedure.

Preparation of Negative Electrode

A negative electrode was prepared in the same manner as in
Example 1-1.

Preparation of Positive Electrode

A positive electrode was prepared in the same manner as in
Example 1-1.

Preparation of Non-Aqueous Electrolyte Solution

In a mixture of ethylene carbonate (EC), dimethyl carbon-
ate (DMC) and methyl ethyl carbonate (EMC) at proportions
o1 34:33:33 (mass ratio) as a non-aqueous solvent, LiPF as
an electrolyte was dissolved such that the electrolyte concen-
tration in the finally obtainable non-aqueous electrolyte solu-
tion would be 1 mol/liter.

To the solution thus obtained, the cyclic sulfate compound
[exemplary compound 22a] obtained in Synthesis Example 1
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described above and lithium difluorophosphate (LiIOP(O)F,)
were added as additives such that their contents relative to the
total mass of the non-aqueous electrolyte solution would be
respectively 0.5 mass %, and thus a non-aqueous electrolyte
solution was obtained.

Preparation of Coin Cell

A coin cell was prepared in the same manner as in Example
1-1, except that the non-aqueous electrolyte solution used in
Example 1-1 was changed to the non-aqueous electrolyte
solution obtained as described above.

The coin cell (test battery) thus obtained was subjected to
an evaluation in the same manner as in Example 4-1. The
evaluation results are presented in Table 5.

Comparative Example 1-1

A coin cell of Comparative Example 1-1 was obtained by
the method described above. Meanwhile, the non-aqueous
electrolyte solution for Comparative Example 1-1 contained
neither the cyclic sulfate compound represented by formula
(D) nor lithium difluorophosphate (LiIOP(O)F,).

The coin cell thus obtained was subjected to various analy-
ses in the same manner as in Example 5-1. The evaluation
results are presented in Table 5.

Comparative Example 5-1

A coin cell was obtained in the same manner as in Example
5-1, except that the cyclic sulfate compound [exemplary com-
pound 22a] used in the preparation of the non-aqueous elec-
trolyte solution was not added.

The coin cell thus obtained was subjected to various analy-

ses in the same manner as in Example 5-1. The evaluation
results are presented in Table 5.

TABLE 5
Additive for non-aqueous Initial
electrolyte solution characteristics Storage characteristics
Content of  Initial resistance Open circuit voltage Resistance
Cyclic sulfate Content  LiOP(O)F,  wvalue (-20° C.) Capacity retention deterioration degree retention ratio
compound (mass %) (mass %) (*1) [%] (*2) (=20°C.)
Example 5-1 Exemplary 0.5 0.5 87 88 92 0.93

compound 22a
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TABLE 5-continued

Initial
characteristics

Additive for non-aqueous
electrolyte solution

Storage characteristics

Content of  Initial resistance Open circuit voltage Resistance
Cyclic sulfate Content  LiOP(O)F,  wvalue (-20°C.) Capacity retention deterioration degree retention ratio
compound (mass %) (mass %) (*1) [%] (*2) (=20°C.)
Comparative None — None 100 85 100 1.00
Example 1-1
Comparative None — 0.5 80 81 126 1.12
Example 5-1
(*1) The “resistance value (—20° C.)” as an initial characteristic is a relative value with respect to the initial resistance value of Comparative Example 1-1, which is
defined as 100.

(*2) The “open circuit voltage deterioration degree” as a storage characteristic is a relative value with respect to the open circuit voltage deterioration degree (%) of

Comparative Example 1-1, which is defined as 100.

As indicated in Table 5, in Example 5-1, the low tempera-
ture resistance value as an initial characteristic was signifi-
cantly reduced, and the capacity retention and the open circuit
voltage deterioration degree as storage characteristics were
satisfactorily maintained while the low temperature resis-
tance retention ratio was significantly improved, as compared
with Comparative Example 1-1 that did not contain any addi-
tive.

On the other hand, as shown in Comparative Example 5-1,
when only the electrolyte compound represented by LiOP(O)
F, was added, it is effective in the reduction of the low tem-
perature resistance value as an initial characteristic, but suf-
ficient effects cannot be obtained for the general storage
characteristics.

The entire disclosures of Japanese Patent Application No.
2010-237173 and Japanese Patent Application No. 2011-
189632 are incorporated in this specification by reference.

All publications, patent applications, and technical stan-
dards mentioned in this specification are herein incorporated
by reference to the same extent as if each individual publica-
tion, patent application, or technical standard was specifically
and individually indicated to be incorporated by reference.

The invention claimed is:
1. A non-aqueous electrolyte solution, comprising:

a cyclic sulfate compound represented by the following
formula (I):

@

an

(1)

O—

AN

o O
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wherein, in formula (I), R! represents a group represented
by the above formula (II) or a group represented by the
above formula (I11); and R represents a hydrogen atom,
an alkyl group having from 1 to 6 carbon atoms, a group
represented by formula (II), or a group represented by
formula (I1D);
in formula (II), R® represents a halogen atom, an alkyl
group having from 1 to 6 carbon atoms, a halogenated
alkyl group having from 1 to 6 carbon atoms, an alkoxy
group having from 1 to 6 carbon atoms, or a group
represented by the above formula (IV); and the wavy line
in formula (II), formula (I1T) and formula (IV) represents
the position of bonding; and
in a case in which there are two groups represented by
formula (1) in the cyclic sulfate compound represented
by formula (I), the two groups represented by formula
(II) may be the same as or different from each other.
2. The non-aqueous electrolyte solution according to claim
1, wherein in formula (I), R* represents a group represented
by formula (II) (provided that in formula (II), R® represents a
fluorine atom, an alkyl group having from 1 to 3 carbon
atoms, a halogenated alkyl group having from 1 to 3 carbon
atoms, an alkoxy group having from 1 to 3 carbon atoms, ora
group represented by formula (IV)), or a group represented by
formula (III); and R? represents a hydrogen atom, an alkyl
group having from 1 to 3 carbon atoms, a group represented
by formula (II) (provided that in formula (II), R® represents a
fluorine atom, an alkyl group having from 1 to 3 carbon
atoms, a halogenated alkyl group having from 1 to 3 carbon
atoms, an alkoxy group having from 1 to 3 carbon atoms, ora
group represented by formula (IV)), or a group represented by
formula (III).
3. The non-aqueous electrolyte solution according to claim
2, wherein in formula (I), R* represents a group represented
by formula (II) (provided that in formula (II), R> represents a
fluorine atom, a methyl group, an ethyl group, a methoxy
group, an ethoxy group, or a group represented by formula
(IV)), or a group represented by formula (III); and R? repre-
sents a hydrogen atom or a methyl group.
4. The non-aqueous electrolyte solution according to claim
3, wherein in formula (I), R* represents a group represented
by formula (IIT), and R? represents a hydrogen atom.
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5. The non-aqueous electrolyte solution according to claim
1, further comprising at least one of an electrolyte compound
represented by the following formula (V) or lithium difluo-
rophosphate:

V)
b-
(0]
Ql
M7 | ®RP),—Y. (R')
QZ
(6]

wherein, in formula (V), M represents an alkali metal; Y
represents a transition element, or an element of Group

13, Group 14 or Group 15 of the Periodic Table of

Elements; b represents an integer from 1 to 3; m repre-
sents an integer from 1 to 4; n represents an integer from
0 to 8; q represents 0 or 1; R represents an alkylene
group having from 1 to 10 carbon atoms, a halogenated
alkylene group having from 1 to 10 carbon atoms, an
arylene group having from 6 to 20 carbon atoms, or a
halogenated arylene group having from 6 to 20 carbon
atoms, wherein such groups may each contain a substitu-
ent or a heteroatom in the structure, and when q is 1 and
m is 2 to 4, m units of R** may be bonded to each other;
R'? represents a halogen atom, an alkyl group having
from 1 to 10 carbon atoms, a halogenated alkyl group
having from 1 to 10 carbon atoms, an aryl group having

from 6 to 20 carbon atoms, a halogenated aryl group

having from 6 to 20 carbon atoms, or -Q*R*?, wherein
such groups, other than -Q°R'?, may each contain a
substituent or a heteroatom in the structure, and when n
represents an integer from 2 to 8, n units of R** may be
bonded to each other to form a ring; Q*, Q?, and Q® each
independently represent 0, S or NR'#; and R'® and R**
each independently represent a hydrogen atom, an alkyl
group having from 1 to 10 carbon atoms, a halogenated
alkyl group having from 1 to 10 carbon atoms, an aryl
group having from 6 to 20 carbon atoms, or a haloge-
nated aryl group having from 6 to 20 carbon atoms,
wherein such groups may each contain a substituent or a
heteroatom in the structure, and when plural R**’s or
plural R**s are present, the respective groups may be
bonded to each other to form a ring.

6. The non-aqueous electrolyte solution according to claim
5, wherein the electrolyte compound represented by formula
(V) is at least one compound selected from the group consist-
ing of a compound represented by the following formula (VI),
a compound represented by the following formula (VII), a
compound represented by the following formula (VIII), and a
compound represented by the following formula (IX):

VD

F /O ©
v | B
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-continued
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wherein, in formulae (VI) to (IX), M has the same defini-
tion as M in formula (V).
7. The non-aqueous electrolyte solution according to claim
1, further comprising a compound represented by the follow-
ing formula (X):

Y4 o
I %O
v2 O
wherein, in formula (X), Y' and Y? each independently
represent a hydrogen atom, a methyl group, an ethyl
group, or a propyl group.
8. The non-aqueous electrolyte solution according to claim

1, further comprising a compound represented by the follow-
ing formula (XI):

)

. XD
X
O,
X2
—0
x3
X4 O

wherein, in formula (XI), X!, X?, X and X* each indepen-
dently represent an alkyl group, having from 1 to 3
carbon atoms, that may be substituted with a fluorine
atom; a hydrogen atom; a fluorine atom; or a chlorine
atom, provided that X' to X* are not both hydrogen
atoms at the same time.
9. The non-aqueous electrolyte solution according to claim
1, wherein the content of the cyclic sulfate compound repre-
sented by formula (I) is from 0.001 mass % to 10 mass %.
10. The non-aqueous electrolyte solution according to
claim 5, wherein the content of at least one of the electrolyte
compound represented by formula (V) or the lithium difluo-
rophosphate is from 0.001 mass % to 10 mass %.
11. The non-aqueous electrolyte solution according to
claim 7, wherein the content of the compound represented by
formula (X) is from 0.001 mass % to 10 mass %.
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12. The non-aqueous electrolyte solution according to
claim 8, wherein the content of the compound represented by
formula (XI) is from 0.001 mass % to 10 mass %.

13. An additive for a lithium secondary battery, the additive
comprising a cyclic sulfate compound represented by the
following formula (I) as an active ingredient:

@
I
Oxee
7o
0,
R!
R2

Q 3
O\Q/R
I
0

an
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(1)

wherein, in formula (I), R* represents a group represented
by the above formula (II) or a group represented by the
above formula (I11); and R? represents a hydrogen atom,
an alkyl group having from 1 to 6 carbon atoms, a group
represented by formula (II), or a group represented by
formula (I11);

in formula (II), R? represents a halogen atom, an alkyl
group having from 1 to 6 carbon atoms, a halogenated
alkyl group having from 1 to 6 carbon atoms, an alkoxy
group having from 1 to 6 carbon atoms, or a group
represented by the above formula (IV); and the wavy line
in formula (II), formula (I1T) and formula (IV) represents
the position of bonding; and

in a case in which there are two groups represented by
formula (1) in the cyclic sulfate compound represented
by formula (I), the two groups represented by formula
(II) may be the same as or different from each other.
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14. A lithium secondary battery, comprising:
a positive electrode;
a negative electrode including, as a negative electrode
active material, at least one selected from metal lithium,
5 a lithium-containing alloy, a metal or alloy capable of
alloying with lithium, an oxide capable of doping and
dedoping of lithium ions, transition metal nitrides
capable of doping and dedoping of lithium ions, or a
carbon material capable of doping and dedoping of
lithium ions; and
the non-aqueous electrolyte solution according to claim 1.
15. A lithium secondary battery obtained by charging or
discharging a lithium secondary battery that includes: a posi-
tive electrode; a negative electrode containing, as a negative
electrode active material, at least one selected from metal
lithium, a lithium-containing alloy, a metal or alloy capable of
alloying with lithium, an oxide capable of doping and dedop-
ing of lithium ions, transition metal nitrides capable of doping
and dedoping of lithium ions, or a carbon material capable of
doping and dedoping of lithium ions; and the non-aqueous
electrolyte solution according to claim 1.
16. A cyclic sulfate compound represented by the follow-
ing formula (XII):

10

15

20

25 (XID

I
(6]
\S—O
/ 0
3
0 o\! KR
0 ||
R2 0]
)
e"<o
35 o
O\S/
VAN
AN
0 wherein, in formula (XII), R? represents a hydrogen atom
or an alkyl group having from 1 to 6 carbon atoms; and
R? represents a halogen atom, an alkyl group having
from 1 to 6 carbon atoms, a halogenated alkyl group
having from 1 to 6 carbon atoms, an alkoxy group having
45

from 1 to 6 carbon atoms, or a group represented by
formula (IV).

17. The cyclic sulfate compound according to claim 16,
wherein in formula (XII), R? represents a hydrogen atom or a
methyl group; and R? represents a fluorine atom, a methyl
group, an ethyl group, a methoxy group, an ethoxy group, or
a group represented by formula (IV).

18. The cyclic sulfate compound according to claim 16,
which is 4-methylsulfonyloxymethyl-2,2-dioxo-1,3,2-diox-
athiolane, 4-ethylsulfonyloxymethyl-2,2-dioxo-1,3,2-diox-
athiolane, or bis((2,2-dioxo-1,3,2-dioxathiolane-4-yl)me-
thyl) sulfate.
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